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Introduction

This file gives CE declarations and performances for basis glass products of AGC Flat Glass
Europe :

Float

Patterned glass

Wired glas

Polished wired glass

Coatings

Heat treated glass

YVVVVVYY

For laminated glass and insulating glass unit, some glass compositions are indicated but it is not
possible to list all glass structures. The CE declarations and performances of these products are
available on www.YourGlass.com in one of the dynamic tools of My Glass Toolbox:

» Advanced product finder

» Glass Configurator

General informations concerning CE-Marking and links to these tools are available at
www.YourGlass.com/CE.

Remark

Some products listed in this file are out of range, not standard in catalogue and/or only dedicated to
a specific market.

For the availability, please consult www.Y ourGlass.com.




Artlite



CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Artlite / Artlite Digital Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named ARTLITE / ARTLITE
DIGITAL Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Artlite/Artlite Digital Heagnsfrengthened characteristics 4 mm 5 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30(-2,-4) | 30(-1,-2) | 31 (-2,-3) | 32 (-1,-2) | 34(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD
- Normal emissivity g, (EN 12898) NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 7,/ p, / p' NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD NPD NPD NPD
Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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AGC

thermally toughened

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Artlite / Artlite Digital Thermally toughened or Heat soaked

AGC Flat Glass Europe
Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named ARTLITE/ARTLITE DIGITAL

Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / EN 14179-2

Artlite/Artlite Digital Thermally tougheqeq or Heat 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm 15 mm 19 mm
soaked thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 200 K 200K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) [ 32(-1,-2) | 34(-2,-3) | 35(-2,-3) NPD NPD
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) NPD NPD NPD NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 7,/ p, / p'y NPD NPD NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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Blackpearl



A G C CE Marking of Coated glass - EN 1096-4

Declaration of performances

Blackpearl (annealed)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named BLACKPEARL, intended to be
used in buildings and construction works, following EN 1096-4

Blackpearl characteristics in :

8 mm

. Resistance to fire (EN 13501-2)

NPD

. Reaction to fire (EN 13501-1)

Al

. External fire performances

NPD

. Bullet resistance (EN 1063)

NPD

. Explosion resistance (EN 13541)

NPD

. Burglar resistance (EN 356)

NPD

. Pendulum body impact resistance (EN 12600)

NPD

XA [N N[ (WN |~

. Resistance against sudden temperature change and
temperature differentials

NPD

9. Wind, snow, permanent and imposed load resistance

NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

32 (-1, -2)

11. Thermal properties:
- U-value (EN 673)
- Normal emissivity g, coated side (EN 12898)

5,7
0,89

12. Light transmission/reflection (EN 410): 1,/ p, / p'y

2/32/5

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e

2/26/4

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division

13




A G c CE Marking of Heat strengthened glass - EN 1863-2

Declaration of performances
Blackpearl Heat strengthened

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named BLACKPEARL Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Blackpearl Heat strengthened characteristics in :

8 mm

. Resistance to fire (EN 13501-2)

NPD

. Reaction to fire (EN 13501-1)

Al

. External fire performances

NPD

. Bullet resistance (EN 1063)

NPD

. Explosion resistance (EN 13541)

NPD

. Burglar resistance (EN 356)

NPD

. Pendulum body impact resistance (EN 12600)

NPD

XA [N [N | (W~

. Resistance against sudden temperature change and
temperature differentials

100 K

9. Wind, snow, permanent and imposed load resistance

NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

32 (-1, -2)

11. Thermal properties:
- U-value (EN 673)
- Normal emissivity g, coated side (EN 12898)

5,7
0,89

12. Light transmission/reflection (EN 410): 1,/ p, / p's

2/32/5

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e

2/26/4

Brussels
01* of September 2006

JL. Batkin
Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Blackpear]l Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named BLACKPEARL Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / EN 14179-2

Blackpear]l Thermally toughened or Heat soaked thermally toughened 8 mm
characteristics in :

1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) Al
3. External fire performances NPD
4. Bullet resistance (EN 1063) NPD
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) NPD
7. Pendulum body impact resistance (EN 12600) 1C2
8. Resistance against sudden temperature change and temperature differentials 200 K
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7

- Normal emissivity g, coated side (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 17,/ p, / p's 2/32/5
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e 2/26/4
Brussels JL. Batkin
01* of March 2007 Vice-President, Processed Glass Division
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BIPV



AGC

Declaration of performances

BIPV SunEwat L 44.3 heat stengthened

CE Marking of Laminated glass — EN 14449

AGC Flat Glass Europe
Division Solar Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named BIPV SunEwat L, intended to be

used in buildings and construction works, following EN 14449

Surface covered by solar celles regarding to the surface of the glass
44.3 BIPV SunEwat L characteristics in : 0% 10 % 20 % 30 % 40 % 50 % 60 % 70 % 80 % 90 % | 100 %

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1
8. Resistance against sudden temperature change and 100K | 100K | 100K | 100K | 100K | 100K | 100K | 100K | 100K | 100K | 100K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6

- Normal emissivity [|,(EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): t, / p, / p'y 87/8/8 | 78/8/9 | 70/9/10 | 61/9/11 | 52/9/12 | 44/10/13 | 34/10/14 | 26/10/15 | 17/10/16 | 9/11/17 | 0/11/18
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 75/7/7 | 68/8/8 | 60/8/9 | 53/9/9 | 45/9/10 | 38/10/11 | 30/10/12 | 23/11/13 | 15/11/13 | 8/12/14 | 0/12/15
Brussels JL. Batkin
15" of October 2010 Vice-President, Processed Glass Division
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AGC

CE Marking of Laminated glass — EN 14449

Declaration of performances

BIPV SunEwat L 44.3 thermally toughened

AGC Flat Glass Europe
Division Solar Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named BIPV SunEwat L, intended to be

used in buildings and construction works, following EN 14449

Surface covered by solar celles regarding to the surface of the glass
44.3 BIPV SunEwat L characteristics in : 0 % 10 % 20 % 30 % 40 % 50 % 60 % 70 % 80 % 90 % | 100 %

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1
8. Resistance against sudden temperature change and 200K | 200K | 200K | 200K | 200K | 200K | 200K | 200K | 200K | 200K | 200K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6 5,6

- Normal emissivity[ |,(EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p,/ p'y 87/8/8 | 78/8/9 | 70/9/10 | 61/9/11 | 52/9/12 | 44/10/13 | 34/10/14 | 26/10/15 | 17/10/16 | 9/11/17 | 0/11/18
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 75/7/7 | 68/8/8 | 60/8/9 | 53/9/9 | 45/9/10 | 38/10/11 | 30/10/12 | 23/11/13 | 15/11/13 | 8/12/14 | 0/12/15
Brussels JL. Batkin
15" of October 2010 Vice-President, Processed Glass Division

18




Colorbel



CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Colorbel Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named COLORBEL Heat strengthened,
intended to be used in buildings and construction works, following EN 1863-2

Colorbel Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 100 K 100K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD
- Normal emissivity g, (EN 12898) NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD NPD NPD NPD
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Colorbel Thermally toughened or Heat soaked thermally toughened

AGC Flat Glass Europe
Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named COLORBEL Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Colorbel Thermally toughened or Hgat goaked thermally 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm 15 mm 19 mm
toughened characteristics in :
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,4) | 30(-1,-2) | 31(-2,-3) | 32 (-1,-2) | 34 (-2,-3) | 35(-2,-3) NPD NPD
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD NPD NPD NPD NPD
- Normal emissivity g, (EN 12898) NPD NPD NPD NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y NPD NPD NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. NPD NPD NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
01°" of March 2007 Vice-President, Processed Glass Division
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Concepta



CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances

Concepta

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Concepta, intended to be used in
buildings and construction works, following EN 14449

Concepta characteristics: 33.2 44.2 55.2 66.2 88.2 10 10.2

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, (EN 12898) NPD NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
11" of Setptember 2007 Vice-President, Processed Glass Division

23




GH Phon



CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
GH Phon

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named GH Phon, intended to be used in
buildings and construction works, following EN 14449

GH Phon characteristics in : 4-1-4 4-1,5-4 4-1-5 4-1,5-5 4-1-6 4-1,5-6

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD 37 (-1,-2) NPD NPD NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 5,5 5,5 5,5 5,5 5,5 54

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 88/8/8 88/8/8 87/8/8 87/8/8 87/8/8 87/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 76/7/7 7571717 74/17/17 741717 73/7/7 72/7/17
Brussels JL. Batkin
20" of July 2007 Vice-President, Processed Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
GH Phon

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named GH Phon, intended to be used in
buildings and construction works, following EN 14449

GH Phon characteristics in : 5-1-5 5-1,5-5 6-1-6 6-1,5-6 8-1-6 8-1,5-6

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD 38 (0, -2) NPD 38 (0, -3) NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 5,5 5,4 5,4 5,4 5,4 5,3

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 87/8/8 87/8/8 86/8/8 86/8/8 85/8/8 85/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'. 737717 7271717 70/7/7 69/7/7 68/7/7 67/6/6
Brussels JL. Batkin
20" of July 2007 Vice-President, Processed Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
GH Phon

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named GH Phon, intended to be used in
buildings and construction works, following EN 14449

GH Phon characteristics in : 8-1-8 8-1,5-8 8-1-10 8-1,5-10 10-1-10 10-1,5-10

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 5,3 5,2 5,2 5,2 5,2 5,2

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 84/8/8 84/8/8 83/8/8 83/8/8 82/71/17 82/717
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'. 65/6/6 65/6/6 63/6/6 63/6/6 61/6/6 60/6/6
Brussels JL. Batkin
20" of July 2007 Vice-President, Processed Glass Division
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Imagin

28



AGC

CE Marking of Wired patterned glass - EN 572-9
Declaration of performances

Imagin clear (annealed)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN CLEAR, intended to be
used in buildings and construction works, following EN 572-9

Imagin clear characteristics in : 2 mm 3 mm 4 mm 5 mm 6 mm 8 mm 10mm | 13,5mm | 15 mm 19mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance against sudden temperature change NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
and temperature differentials
?f;s\i);]tlgr?é:now’ permanent and imposed load NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): NPD 29(:2,-5) | 30(2.4) | 30(-1,-2) | 31(-2.-3) | 32(1.-2) | 34(2.-3) NPD NPD NPD
Rw (C, Ctr)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,8 5,7 5,7 5,6 5,5 5,5 5,4

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): t,/p, | 91/8/8 | 90/8/8 | 90/8/8 | 89/8/8 | 89/8/8 | 87/8/8 | 87/8/8 | 85/8/8 | 84/8/8 | 82/7/7
/p'y
13. Solar energy transmission/reflection (EN 410): | 88/8/8 | 86/8/8 | 84/8/8 | 82/7/7 | 80/7/7 | 77/7/7 | 74/7/7 | 70/7/7 | 67/6/6 | 63/6/6
Te/ Pe/ P

Brussels A. Jardinet /@

23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Imagin clear Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN CLEAR
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Imagin clear Heat strengthened characteristics in : 4 mm S mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32(-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) 5.8 5.8 5.7 5,7 5,6
- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p. / py 90/8/8 89/8/8 89/8/8 87/8/8 87/8/8

13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 84/8/8 82/7/17 80/7/17 7717117 7417117

Brussels JL. Batkin
1°" of March 2007 Vice-President, Processed Glass Division



AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Imagin clear Thermally toughened or Heat soaked thermally
toughened

Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN CLEAR Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Imagin clear Thermally toughened or Heat soaked 4 mm 5 mm 6 mm 8 mm 10 mm 13,5 mm 15 mm 19mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6 5,5 5,5 5,4

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 90/8/8 | 89/8/8 | 89/8/8 | 87/8/8 | 87/8/8 | 85/8/8 | 84/8/8 | 82/7/7
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 84/8/8 | 82/7/7 | 80/7/7 | 77/7/7 | 74/7/7 | 70/7/7 | 67/6/6 | 63/6/6
Brussels JL. Batkin

1% of March 2007

Vice-President, Processed Glass Division




CE Marking of Wired patterned glass - EN 572-9
AG ‘ Declaration of performances

Imagin bronze (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN BRONZE, intended to
be used in buildings and construction works, following EN 572-9

Imagin bronze characteristics in : 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5.8 5.8 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 59/6/6 52/6/6 46/5/5 37/5/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 60/6/6 54/6/6 49/5/5 40/5/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Imagin bronze Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN BRONZE Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Imagin bronze Heat strengthened characteristics in : 4 mm S mm 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5.8 5.8 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 59/6/6 52/6/6 46/5/5 37/5/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 60/6/6 54/6/6 49/5/5 40/5/5
Brussels JL. Batkin

1°" of March 2007

Vice-President, Processed Glass Division
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CE Marking of Thermally toughened - EN 12150-2
CE Marking of Heat soaked Thermally toughened or - EN 14179-2
Declaration of performances
Imagin bronze Thermally toughened or Heat soaked thermally
toughened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN BRONZE Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Imagin bronze Thermally toughened or Heat soaked
N 4 mm 5 mm 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 59/6/6 52/6/6 46/5/5 37/5/5
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e 60/6/6 54/6/6 49/5/5 40/5/5
Brussels JL. Batkin

1% of March 2007

Vice-President, Processed Glass Division
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CE Marking of Wired patterned glass - EN 572-9
AG ‘ Declaration of performances

Imagin yellow (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN YELLOW, intended to
be used in buildings and construction works, following EN 572-9

Imagin yellow characteristics in : 4 mm 5 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2)

11. Thermal properties:

- U-value (EN 673) 5.8 5,8
- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 73/7/17 69/7/7
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 61/6/6 55/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Imagin yellow Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN YELLOW
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Imagin yellow Heat strengthened characteristics in : 4 mm 5 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2)

11. Thermal properties:

- U-value (EN 673) 5.8 5,8
- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 73/7/17 69/7/7
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 61/6/6 55/6/6
Brussels JL. Batkin
1°" of March 2007 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
AG C Declaration of performances
Imagin yellow Thermally toughened or Heat soaked thermally
toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN YELLOW Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Imagin yellow Thermally toughened or Heat soaked

thermally toughened characteristics in : 4 mm S mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and 200 K 200 K

temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2)

11. Thermal properties:

- U-value (EN 673) 5,8 5,8
- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 73/7/7 69/7/7
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e 61/6/6 55/6/6
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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Imagin wired
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CE Marking of Wired patterned glass - EN 572-9
Declaration of performances
Imagin wired clear (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN WIRED CLEAR,
intended to be used in buildings and construction works, following EN 572-9

Imagin wired clear characteristics in : 6 mm 7 mm 9 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p. / p'y 89/8/8 88/8/8 87/8/8
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 80/7/17 7917117 76/7/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Wired patterned glass - EN 572-9
Declaration of performances
Imagin wired O (annealed)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN WIRED O, intended to
be used in buildings and construction works, following EN 572-9

Imagin wired clear characteristics in : 6 mm
Certificate Number: 1394/89/106/EEC/01B/2006
Notified Body: 1394
1. Resistance to fire (EN 13501-2) E45
2. Reaction to fire (EN 13501-1) Al
3. External fire performances NPD
4. Bullet resistance (EN 1063) NPD
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) NPD
7. Pendulum body impact resistance (EN 12600) NPD
8. Resistance against sudden temperature change and

. . NPD

temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD
11. Thermal properties:

- U-value (EN 673) 5,7

- Normal emissivity g, (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / py 89/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. 80/7/7
Brussels A. Jardinet
2" of September 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Wired patterned glass - EN 572-9
Declaration of performances
Imagin wired bronze (annealed)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN WIRED BRONZE,

intended to be used in buildings and construction works, following EN 572-9

Imagin wired bronze characteristics in : 6 mm
1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) Al
3. External fire performances NPD
4. Bullet resistance (EN 1063) NPD
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) NPD
7. Pendulum body impact resistance (EN 12600) NPD
8. Resistance against sudden temperature change and
. . NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD
11. Thermal properties:
U-value (EN 673) 5,7
Normal emissivity €, (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p'y 46/5/5
13. Solar energy transmission/reflection (EN 410): t./ p. / p'e 49/5/5

Brussels
23" of April 2008

A. Jardinet

Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Wired patterned glass - EN 572-9
Declaration of performances
Imagin wired yellow (annealed)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named IMAGIN WIRED YELLOW,

intended to be used in buildings and construction works, following EN 572-9

Imagin wired yellow characteristics in : 6 mm
1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) Al
3. External fire performances NPD
4. Bullet resistance (EN 1063) NPD
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) NPD
7. Pendulum body impact resistance (EN 12600) NPD
8. Resistance against sudden temperature change and
. . NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD
11. Thermal properties:
U-value (EN 673) 5,7
Normal emissivity €, (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p' 65/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. 51/6/6

Brussels
23" of April 2008

A. Jardinet

Vice-President, Sales & Marketing Raw Glass Division
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Mirox 3G



CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Clear

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G CLEAR, intended to
be used in buildings and construction works, following EN 1036-2

Mirox 3G Clear characteristics in : 2 mm 3 mm 4 mm 5 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. NPD NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Clearvision

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G CLEARVISION,
intended to be used in buildings and construction works, following EN 1036-2

Mirox 3G Clearvision characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Bronze

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G BRONZE, intended
to be used in buildings and construction works, following EN 1036-2

Mirox 3G Bronze characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Grey

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G GREY, intended to
be used in buildings and construction works, following EN 1036-2

Mirox 3G Grey characteristics in : 3 mm 4 mm 5 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Black Mirox

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G BLACK MIROX,
intended to be used in buildings and construction works, following EN 1036-2

Mirox 3G Black Mirox characteristics in : 4 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,7
12. Light transmission (EN 410): T, NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G PrivaBlue

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G PRIVABLUE,
intended to be used in buildings and construction works, following EN 1036-2

Mirox 3G PrivaBlue characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet

11/12/2009 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox 3G Green

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX 3G GREEN, intended to

be used in buildings and construction works, following EN 1036-2

Mirox 3G Green characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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Mirox MNGE



CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE Clear

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE CLEAR,
intended to be used in buildings and construction works, following EN 1036-2

Mirox MNGE Clear characteristics in : 2 mm 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. NPD NPD NPD NPD NPD NPD
Brussels A. Jardinet

11/12/2009 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE Clearvision

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE
CLEARVISION, intended to be used in buildings and construction works, following EN 1036-2

Mirox MNGE Clearvision characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE Bronze

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE BRONZE,
intended to be used in buildings and construction works, following EN 1036-2

Mirox MNGE Bronze characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet

11/12/2009 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE Grey

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE GREY, intended

to be used in buildings and construction works, following EN 1036-2

Mirox MNGE Grey characteristics in : 3 mm 4 mm 5 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE PrivaBlue

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE PRIVABLUE,
intended to be used in buildings and construction works, following EN 1036-2

Mirox MNGE PrivaBlue characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet
11/12/2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Mirrors from silver-coated float glass for internal use

EN 1036-2
Declaration of performances

Mirox MNGE Green

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named MIROX MNGE GREEN,
intended to be used in buildings and construction works, following EN 1036-2

Mirox MNGE Green characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD
11. Thermal properties - U-value (EN 673) 5,8 5,8 5,8 5,7 5,7
12. Light transmission (EN 410): 1, NPD NPD NPD NPD NPD

Light reflection (EN 410): p, NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD
Brussels A. Jardinet

11/12/2009 Vice-President, Sales & Marketing Raw Glass Division




Planibel clear



AGC

CE Marking of Float glass - EN 572-9
Declaration of performances

Planibel clear (annealed)

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEAR, intended to

be used in buildings and construction works, following EN 572-9

Planibel clear characteristics in : 2 mm 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD 29(-2,-5) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3) | 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 58 5,8 5,8 5,7 5,7 5,6 5,6

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 91/8/8 90/8/8 90/8/8 89/8/8 89/8/8 88/8/8 87/8/8 86/8/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 88/8/8 86/8/8 84/8/8 83/7/17 81/7/7 78/7/7 7517117 7217117
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel clear Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEAR Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel clear Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 90/8/8 89/8/8 89/8/8 88/8/8 87/8/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 84/8/8 83/7/7 81/7/7 78/7/7 751717
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

Declaration of performances

AGC

toughened

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2

Planibel clear Thermally toughened or Heat soaked thermally

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEAR Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel clear Thermally toughened pr.He.at soaked 3mm 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 29(-2,-5) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3) | 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 90/8/8 90/8/8 89/8/8 89/8/8 88/8/8 87/8/8 86/8/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 86/8/8 84/8/8 83/7/17 81/7/7 78/7/7 751717 721717
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Linea Azzurra (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL LINEA AZZURRA,
intended to be used in buildings and construction works, following EN 572-9

Planibel Linea Azzurra characteristics in : 8 mm 10 mm 12 mm 15 mm 19 mm 25 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 32 (-1,-2) | 34(-2,-3) | 35(-2,-3) NPD NPD NPD

11. Thermal properties:
- U-value (EN 673) 5,7 5,6 5,6 5,5 5,4 52

- Normal emissivity €, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 87/8/8 86/8/8 85/8/8 83/8/8 81/7/7 78/7/7
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 73/7/7 69/6/6 66/6/6 61/6/6 56/6/6 50/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel Linea Azzurra Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL LINEA AZZURRA
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Linea Azzurra Heat strengthened characteristics in : 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Resmtgnce against sudden temperature change and temperature 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32(-1,-2) | 34(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 87/8/8 86/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 73/717 69/6/6
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Linea Azzurra Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL LINEA AZZURRA
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Linea Azzurra Thermally toughened or Heat soaked
e 8 mm 10 mm 12 mm 15 mm 19 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C1 1C1 1C1 1C1
8: Resmtgnce against sudden temperature change and temperature 200 K 200 K 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32(-1,-2) | 34(-2,-3) | 35(-2,-3) NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,7 5,6 5,6 5,5 54

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 87/8/8 86/8/8 85/8/8 83/8/8 81/7/7
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 73/7/7 69/6/6 66/6/6 61/6/6 56/6/6
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division

64




AGC

CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Clearvision, Sunmax, Sunmax Premium (annealed)

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEARVISION,

SUNMAX, SUNMAX PREMIUM, intended to be used in buildings and construction works, following EN 572-9

Planibel Clearvision, Sunmax, Sunmax Premium 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm 15 mm
characteristics in :
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 29 (-2,-5) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3) | 35(-2,-3) NPD
11. Thermal properties:
- U-value (EN 673) 5,8 58 5,8 5,7 5,7 5,6 5,6 55
- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89

12. Light transmission/reflection (EN 410): 1,/ p, / p'y 92/8/8 92/8/8 91/8/8 91/8/8 91/8/8 91/8/8 90/8/8 89/8/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 91/8/8 91/8/8 90/8/8 90/8/8 89/8/8 89/8/8 86/8/8 85/8/8
Brussels A. Jardinet
06™ of March 2009 Vice-President, Sales & Marketing Raw Glass Division

65




AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Clearvision, Sunmax, Sunmax Premium Heat strengthened

AGC Flat Glass Europe
Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEARVISION,

SUNMAX, SUNMAX PREMIUM Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Clearvision, Sunmax, Sunmax Premium Heat 4 mm S mm 6 mm 8 mm 10 mm
strengthened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 100 K 100K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 92/8/8 91/8/8 91/8/8 91/8/8 91/8/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 91/8/8 90/8/8 90/8/8 89/8/8 89/8/8
Brussels JL. Batkin
06" of March 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Planibel Clearvision, Sunmax, Sunmax Premium Thermally toughened or Heat
soaked thermally toughened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEARVISION, SUNMAX, SUNMAX

PREMIUM Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Clearvision, Sunmax, Sunmax Premium Thermally 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm 15 mm
toughened or Heat soaked thermally toughened characteristics in
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1C3 1C3 1C2 1C2 1C1 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 29(-2,-5) | 30(-2,-4) | 30(-1,-2) | 31(-2,-3) | 32(-1,-2) | 34(-2,-3) | 35(-2,-3) NPD
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6 5,6 5,5
- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89

12. Light transmission/reflection (EN 410): 1,/ p, / p'y 92/8/8 92/8/8 91/8/8 91/8/8 91/8/8 91/8/8 90/8/8 89/8/8
13. Solar energy transmission/reflection (EN 410): te/p./p's | 91/8/8 91/8/8 90/8/8 90/8/8 89/8/8 89/8/8 86/8/8 85/8/8
Brussels JL. Batkin
06" of March 2009 Vice-President, Processed Glass Division
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AGC

CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Clear Plus (annealed)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL CLEAR PLUS
intended to be used in buildings and construction works, following EN 572-9

Planibel Clear Plus characteristics in : 4 mm
1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) Al
3. External fire performances NPD
4. Bullet resistance (EN 1063) NPD
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) NPD
7. Pendulum body impact resistance (EN 12600) NPD
8. Resistance against sudden temperature change and
. . NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30 (-2, -4)
11. Thermal properties:
- U-value (EN 673) 5,8
- Normal emissivity g, (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 92/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./p'. | 91/8/8
Brussels A. Jardinet
04" of February 2011 Vice-President, Sales & Marketing Raw Glass Division
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Planibel coloured



CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Green (annealed)

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREEN, intended to

be used in buildings and construction works, following EN 572-9

Planibel Green characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 81/7/17 7977117 76/7/17 73/7/117 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 59/6/6 54/6/6 49/6/6 44/5/5 37/5/5 31/5/5
Brussels A. Jardinet

23" of April 2008

Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Green Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREEN Heat

strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Green Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance ggainst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 79/7/7 76/7/7 73/7/7 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 54/6/6 49/6/6 44/5/5 37/5/5 31/5/5
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
AG C Declaration of performances
Planibel Green Thermally toughened or Heat soaked thermally
toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREEN Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Green Thermally toughened or Heat soaked
thermally toughened characteristics in : 3 mm 4 mm S mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1C3 1C3 1C2 1C2 I1CI
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2,-5) 30 (-2,-4) 30(-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:
- U-value (EN 673) 5,8 5.8 5,8 5,7 5,7 5,6
- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 81/7/7 79/7/7 76/7/7 73/7/7 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 59/6/6 54/6/6 49/6/6 44/5/5 37/5/5 31/5/5

Brussels JL. Batkin
01% of March 2007 Vice-President, Processed Glass Division
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CE Marking of Float glass - EN 572-9
AG ‘ Declaration of performances

Planibel Bronze (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL BRONZE, intended
to be used in buildings and construction works, following EN 572-9

Planibel Bronze characteristics in : 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst ’sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 30(-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6
- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p,/ p' 68/6/6 62/6/6 56/6/6 51/6/6 41/5/5 34/5/5

13. Solar energy transmission/reflection (EN 410): 1./ p. / p' 67/6/6 61/6/6 56/6/6 50/5/5 42/5/5 34/5/5

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Bronze Heat strengthened

AGC

We AGC Flat Glass Europe
Diveision Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL BRONZE Heat

strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Bronze Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 62/6/6 56/6/6 51/6/6 41/5/5 34/5/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'. 61/6/6 56/6/6 50/5/5 42/51/5 34/5/5
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Bronze Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL BRONZE Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Bronze Thermally toughened or Heat soaked
L 3 mm 4 mm 5 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 68/6/6 62/6/6 56/6/6 51/6/6 41/5/5 34/5/5
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 67/6/6 61/6/6 56/6/6 50/5/5 42/5/5 34/5/5

Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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AGC

CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Grey (annealed)

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Raw Glass Products

Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREY, intended to
be used in buildings and construction works, following EN 572-9

Planibel Grey characteristics in : 3 mm 4 mm 5 mm 6 mm 8§ mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2,-5) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,8 5,8 5,7 5,7 5,6 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 63/6/6 57/6/6 50/5/5 44/5/5 34/5/5 27/5/5 21/5/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 64/6/6 58/6/6 52/6/6 46/5/5 37/5/5 30/5/5 24/4/4
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Grey Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREY Heat

strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Grey Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 57/6/6 50/5/5 44/5/5 34/5/5 27/5/5
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 58/6/6 52/6/6 46/5/5 37/5/5 30/4/4
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL GREY Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Grey Thermally toughened f)r.He’at soaked 3mm 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2,-5) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,8 5,7 5,7 5,6 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 63/6/6 57/6/6 50/5/5 44/5/5 34/5/5 27/5/5 21/5/5
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 64/6/6 58/6/6 52/6/6 46/5/5 37/5/5 30/5/5 24/5/5

Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Float glass - EN 572-9
AG ‘ Declaration of performances
Planibel Dark Grey (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK GREY,
intended to be used in buildings and construction works, following EN 572-9

Planibel Dark Grey characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 18/4/4 8/4/4 4/4/4 2/4/4
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 18/4/4 8/4/4 4/4/4 2/4/4
Brussels A. Jardinet

27™ of November 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances
Planibel Dark Grey Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK GREY Heat

strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Dark Grey Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 18/4/4 8/4/4 4/4/4 2/4/4
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 18/4/4 8/4/4 4/4/4 2/4/4
Brussels JL. Batkin
27" of November 2008 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Dark Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK GREY
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 /

14179-2
Planibel Dark Grey Thermally toughened or Heat soaked
T 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 18/4/4 8/4/4 4/4/4 2/4/4
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e 18/4/4 8/4/4 4/4/4 2/4/4

Brussels JL. Batkin }

27" of November 2008 Vice-President, Processed Glass Division




CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel Azur (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL AZUR, intended to

be used in buildings and construction works, following EN 572-9

Planibel Azur characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 79/7/7 73/7/7 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 59/6/6 49/6/6 42/5/5 36/5/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Azur Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL AZUR Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Azur Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 79/7/7 73/7/7 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 59/6/6 49/6/6 42/5/5 36/5/5
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Azur Thermally toughened or Heat soaked thermally toughened

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Processed Glass Products

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL AZUR Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Azur Thermally toughened or Heat soaked
ST 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 79/7/7 73/7/17 68/6/6 63/6/6
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 59/6/6 49/6/6 42/5/5 36/5/5
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Float glass - EN 572-9
AG ‘ Declaration of performances
Planibel Dark Blue (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK BLUE,
intended to be used in buildings and construction works, following EN 572-9

Planibel Dark Blue characteristics in : 4 mm 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 30(-2,-4) | 31(-2,-3) | 32(-1,-2)

11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7
- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 68/6/6 58/6/6 50/5/5

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 52/6/6 41/5/5 33/5/5

Brussels A. Jardinet
01* of September 2009 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel Dark Blue Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK BLUE Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Dark Blue Heat strengthened characteristics in : 4 mm 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 31(-2,-3) | 32(-1,-2)

11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7
- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 68/6/6 57/6/6 50/5/5

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 52/6/6 41/5/5 33/5/5

Brussels JL. Batkin
01% of September 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Dark Blue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL DARK BLUE Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Dark Blue Thermally toughened or Heat soaked 4 mm
R 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2 1C2
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 31(2,-3) | 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 68/6/6 57/6/6 50/5/5
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 52/6/6 41/5/5 33/5/5

Brussels JL. Batkin
01* of September 2009 Vice-President, Processed Glass Division
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CE Marking of Float glass - EN 572-9
Declaration of performances
Planibel PrivaBlue (annealed)

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL PRIVABLUE,
intended to be used in buildings and construction works, following EN 572-9

Planibel PrivaBlue characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/5/5 35/5/5 25/5/5 18/4/4
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 31/5/5 20/4/4 14/4/4 10/4/4
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel PrivaBlue Heat strengthened

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL PRIVABLUE Heat

strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel PrivaBlue Heat strengthened characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/5/5 35/5/5 25/5/5 18/4/4
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 31/5/5 20/4/4 14/4/4 10/4/4
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel PrivaBlue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL PRIVABLUE Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel PrivaBlue Thermally toughened or Heat soaked
R 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,7 5,7 5,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 48/5/5 35/5/5 25/5/5 18/4/4
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 31/5/5 20/4/4 14/4/4 10/4/4
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel Top N (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top N, intended to be
used in buildings and construction works, following EN 1096-4

Planibel Top N characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32(-1,-2) 34(-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 87/6/8 87/6/8 87/6/8 86/6/8 86/6/8 85/6/8
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 64/25/23 63/25/22 63/25/22 62/25/21 61/25/20 60/25/19

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Planibel Top N+ (annealed)

Tel.: +32-(0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top N+, intended to be
used in buildings and construction works, following EN 1096-4

Planibel Top N+ characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 87/6/8 86/6/8 86/6/7 85/6/7 84/6/7 83/6/7
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 39/29/25 58/29/24 57/29/23 56/29/21 54/29/19 52/29/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel Tri (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Tri, intended to be used
in buildings and construction works, following EN 1096-4

Planibel Tri characteristics in : 3 mm 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD
- Normal emissivity &, coated side (EN 12898) 0,07 0,07 0,07
12. Light transmission/reflection (EN 410): 1,/ p. / py 89/8/8 88/8/8 87/8/8

13. Solar energy transmission/reflection (EN 410): to/pe/p's | 72/17/16 71/17/15 69/17/14

Brussels A. Jardinet
27™ of October 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Planibel Top 1.0 (annealed)

Tel.: +32-(0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top 1.0, intended to be
used in buildings and construction works, following EN 1096-4

Planibel top 1.0 characteristics in : 3 mm 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 77/15/17 77/15/17 76/15/17 76/15/17 75/15/16
13. Solar energy transmission/reflection (EN 410): to/ p./p's | 48/42/34 47/42/32 46/42/30 45742 /27 44 /41/25
Brussels A. Jardinet
11" of June 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel Tri on Clearvision (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Tri on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Planibel Tri on Clearvision characteristics in : 3 mm 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD
- Normal emissivity &, coated side (EN 12898) 0,07 0,07 0,07
12. Light transmission/reflection (EN 410): 1,/ p. / py 89/7/8 89/7/8 89/7/8

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 75/18/17 75/18/17 75/17/17

Brussels A. Jardinet
20™ of February 2009 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel I-Top (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel I-Top, intended to be
used in buildings and construction works, following EN 1096-4

Planibel I-Top characteristics in : 3 mm 4 mm 5 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 30 (-1,-2) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p. / py 86/6/8 85/6/8 85/6/8 84/6/8

13. Solar energy transmission/reflection (EN 410): to/p./p's | 56/32/26 55/32/24 53/32/22 52/32/21

Brussels A. Jardinet
4™ of December 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel I-Top on Clearvision (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel I-Top on clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Planibel I-Top on Clearvision characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 87/6/8 87/6/8

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 59/32/32 59/32/31

Brussels A. Jardinet
20™ of February 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Top NT Heat strengthened

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top NT Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Top NT Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,05 0,05 0,05 0,05
12. Light transmission/reflection (EN 410): 1,/ p. / py 88/6/6 87/6/6 86/6/6 85/6/6
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 67/21/17 64/21/16 62/21/15 60/21/14
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Planibel Top NT Thermally toughened or Heat soaked thermally toughened

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top NT Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Top NT Thermally toughened or Heat soaked 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1CI
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,05 0,05 0,05 0,05
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 88/6/6 87/6/6 86/6/6 85/6/6
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 67/21/17 64/21/16 62/21/15 60/21/14
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel Top N+T (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top N+T, intended to be
used in buildings and construction works, following EN 1096-4

Planibel Top N+T characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e NPD NPD NPD NPD
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel Top N+T Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top N+T Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Top N+T Heat strengthened characteristics in : 4 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p. / p'y 88/8/6 87/8/6 86/8/6 85/8/6

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 65/25/22 63/25/20 61/25/19 59/25/17

Brussels JL. Batkin
31° of March 2008 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel Top N+T Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Top N+T Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Top N+T Thermally toughened or Heat soaked 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1CI
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 88/8/6 87/8/6 86/8/6 85/8/6

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 65/25/22 63/25/20 61/25/19 59/25/17

Brussels JL. Batkin
31 of March 2008 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Planibel Energy N (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Energy N, intended to be

used in buildings and construction works, following EN 1096-4

Planibel Energy N characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 7916117 78/6/7 77/6/7 76/6/7
13. Solar energy transmission/reflection (EN 410): t./ pe / p'e | 44/38/29 43/38/26 42/38/24 41/38/21
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel Energy N on Clearvision (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Energy N on
Clearvision, intended to be used in buildings and construction works, following EN 1096-4

Planibel Energy N on Clearvision characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): t, / p,/ p'y 80/6/7 80/6/7 80/6/7 80/6/7

13. Solar energy transmission/reflection (EN 410): 1./ p./p'. | 46/38/35 45/38/34 45/38/33 45/38/33

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Planibel Energy NT (annealed)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Energy NT, intended to
be used in buildings and construction works, following EN 1096-4

Planibel Energy NT characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity &, coated side (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p./ p'v NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e NPD NPD NPD NPD
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Planibel Energy NT Heat strengthened

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Energy NT Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Planibel Energy NT Heat strengthened characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p. / py 83/7/7 82/7/17 81/7/17 80/7/7
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 48/39/29 46/39/26 45/39/24 44/39/22
Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Planibel Energy NT Thermally toughened or Heat soaked thermally toughened

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Energy NT Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Energy NT Thermally toughened or Heat soaked 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance against .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 7,/ p,/ p'y 83/7/1 82/7/17 81/7/7 80/7/17
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'. 48/39/29 46/39/26 45/39/24 44/39/22
Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel Light (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Light, intended to be
used in buildings and construction works, following EN 1096-4

Planibel Light characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p. / py 72/19/21 71/19/21

13. Solar energy transmission/reflection (EN 410): to/ p./p's | 44/43/34 42 /43 /30

Brussels A. Jardinet
08" of February 2011 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel G (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G, intended to be used in
buildings and construction works, following EN 1096-4

Planibel G characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,15 0,15
12. Light transmission/reflection (EN 410): 1,/ p. / py 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 70/12/11 68/12/10

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel G Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G Heat strengthened,
intended to be used in buildings and construction works, following EN 1863-2

Planibel G Heat strengthened characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p. / py 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 70/12/11 68/12/10

Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel G Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G Thermally toughened
or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel G Thermally toughened or Heat soaked 4 mm 6 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 7,/ py / p's 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./ p./p'e | 70/12/11 68/12/10

Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Planibel G fasT (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G fasT, intended to be
used in buildings and construction works, following EN 1096-4

Planibel G fasT characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD

8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,15 0,15
12. Light transmission/reflection (EN 410): 1,/ p. / py 81/12/11 80/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 69/13/11 67/12/11

Brussels A. Jardinet
04" of June 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel G fasT Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G fasT Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel G fasT Heat strengthened characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p. / py 81/12/12 80/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 69/13/13 67/12/11

Brussels JL. Batkin
04™ of June 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel G fasT Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel G fasT Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel G fasT Thermally toughened or Heat soaked 4 mm 6 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 7,/ py / p's 81/12/12 80/12/11

13. Solar energy transmission/reflection (EN 410): 1./ p./p'e | 69/13/13 67/12/11

Brussels JL. Batkin
04™ of June 2009 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel A (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel A, intended to be used in
buildings and construction works, following EN 1096-4

Planibel A characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,10 0,10
12. Light transmission/reflection (EN 410): 1,/ p. / py 80/11/10 79/11/10

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 68/12/11 65/11/10

Brussels A. Jardinet
05™ of November 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel A Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel A Heat strengthened,
intended to be used in buildings and construction works, following EN 1863-2

Planibel A Heat strengthened characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD

8. Resistance against .sudden temperature change and 100 K 100K
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p. / py 80/11/10 79/11/10

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 68/12/11 65/11/10

Brussels JL. Batkin
05" of November 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Planibel A Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel A Thermally toughened
or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel A Thermally toughened or Heat soaked 4 mm 6 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 7,/ py / p's 80/11/10 79/11/10

13. Solar energy transmission/reflection (EN 410): t./ p./p'e | 68/12/11 65/11/10

Brussels JL. Batkin
05" of November 2009 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances
Planibel Hortiplus N (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Hortiplus N, intended to
be used in buildings and construction works, following EN 1096-4

Planibel Hortiplus N characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,15 0,15
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 70/12/11 68/12/10

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Planibel Hortiplus N Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Hortiplus N Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Planibel Hortiplus N Heat strengthened characteristics in : 4 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p. / py 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 70/12/11 68/12/10

Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
AG C Declaration of performances
Planibel Hortiplus N Thermally toughened or Heat soaked thermally
toughened
We AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Planibel Hortiplus N Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Planibel Hortiplus N Thermally toughened or Heat 4 mm 6 mm
soaked thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / py 82/12/11 81/12/11

13. Solar energy transmission/reflection (EN 410): t./p./p'e | 70/12/11 68/12/10

Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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Polished wired glass



AGC

CE Marking of Polished wired glass - EN 572-9
Declaration of performances
Polished wired glass

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Polished wired glass, intended to
be used in buildings and construction works, following EN 572-9

Polished wired glass characteristics in : 6 mm Polished wired glass P | 6 mm Polished wired glass J 6 mm Polished wired glass
Safety J

Certificate Number: 1121-CPD-CA0001 0749-CPD-410 143AS 0749-CPD-410 143AS
Notified Body: 1121 0749 0749
1. Resistance to fire (EN 13501-2) E30/E60 E30 E30
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD 3B3
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 31 (-2, -3) 31 (-2, -3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 80/8/8 80/8/8 80/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 70/7/7 70/7/7 70/7/7
Brussels A. Jardinet
16™ of January 2009 Vice-President, Sales & Marketing Raw Glass Division
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Pyrobelite / Pyrobel



AGC

CE Marking of Pyrobel — EN 14449
Declaration of performances
Pyrobelite

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobelite, intended to be used in

buildings and construction works, following EN 14449

Pyrobelite characteristics in : Pyrobelite 7 Pyrobelite 7 EG Pyrobelite 11

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121
1. Resistance to fire (EN 13501-2) EW30 EW30 EW30
2. Reaction to fire (EN 13501-1) A2s1d0 NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 3B3 1B1 1B1
8: Resist?mce against sudden temperature change and temperature NPD NPD NPD
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 34 (0; -3) 35(-1;-2) 35(-1;-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,5 5,5

- Normal emissivity &, (EN 12898) NPD NPD NPD
12. Light transmission/reflection (EN 410): t,/ p, / p's 89/8/8 87/8/8 87/8/8
13. Solar energy transmission/reflection (EN 410): ./ p./ p'e 73/7/7 65/7/7 65/7/7
Brussels JL. Batkin
20™ of February 2009 Vice-President, Processed Glass Division
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CE Marking of Pyrobel — EN 14449
Declaration of performances
Pyrobelite

AGC

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobelite, intended to be used in
buildings and construction works, following EN 14449

Pyrobelite characteristics in : Pyrobelite 12 Pyrobelite 12 EG Pyrobelite 13

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD — CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI20 / EW60 EI20 / EW60 EW30
2. Reaction to fire (EN 13501-1) A2s1d0 NPD A2s1d0
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 I1B1 2B2
8: Resist?mce against sudden temperature change and temperature NPD NPD NPD
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 36 (-1;-3) 38 (-1;-3) 34 (0; -3)
11. Thermal properties:

- U-value (EN 673) 5,6 5.4 3,3

- Normal emissivity &, (EN 12898) NPD NPD NPD
12. Light transmission/reflection (EN 410): t,/ p, / p's 86/8/8 85/8/8 86/8/8
13. Solar energy transmission/reflection (EN 410): ./ p./ p'e 65/7/7 58/6/6 65/6/6
Brussels JL. Batkin

20™ of February 2009

Vice-President, Processed Glass Division




AGC

CE Marking of Pyrobel — EN 14449

Declaration of performances

Pyrobel

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobel, intended to be used in

buildings and construction works, following EN 14449

Pyrobel characteristics in : Pyrobel 8 Pyrobel 8 EG Pyrobel 16 Pyrobel 16 EG

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD — CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI15/EW30 EI15/EW30 EI30 / EW60 EI30 / EW60
2. Reaction to fire (EN 13501-1) A2s1d0 NPD A2s1d0 NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD 1B1 2B2 1B1
8. Resistance against sudden temperature change and temperature
differentials ¢ i i i NPD NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 34 (-1; -3) 36 (-1;-3) 39 (-1;-3) 39 (-1;-3)
11. Thermal properties:

- U-value (EN 673) 5.6 54 54 52

- Normal emissivity €, (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 88/8/8 86/8/8 84/8/8 83/7/17
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 70/7/7 62/6/6 60/6/6 54/6/6
Brussels JL. Batkin
20" of February 2009 Vice-President, Processed Glass Division
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AGC

CE Marking of Pyrobel — EN 14449

Declaration of performances

Pyrobel

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobel, intended to be used in

buildings and construction works, following EN 14449

Pyrobel characteristics in : Pyrobel 17 Pyrobel 17 EG Pyrobel 17N Pyrobel 17N EG

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD — CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI45 EI45 EW60 EW60
2. Reaction to fire (EN 13501-1) A2s1d0 NPD A2s1d0 NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 1B1 1B1
8. Resistance against sudden temperature change and temperature
differentials ¢ i ¢ i NPD NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 37 (-1; -3) 38 (0; -3) 39 (0; -3) 40 (-1,-3)
11. Thermal properties:

- U-value (EN 673) 5.4 52 54 52

- Normal emissivity €, (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 84/8/8 84/8/8 86/8/8 85/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 61/6/6 56/6/6 67/7/7 60/7/7
Brussels JL. Batkin
20" of May 2010 Vice-President, Processed Glass Division
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AGC

CE Marking of Pyrobel — EN 14449

Declaration of performances

Pyrobel

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobel, intended to be used in

buildings and construction works, following EN 14449

Pyrobel characteristics in : Pyrobel 21 Pyrobel 21 EG Pyrobel 25 Pyrobel 25 EG

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD - CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI45 / EW60 EI45 / EW60 EI60 EI60
2. Reaction to fire (EN 13501-1) A2s1d0 NPD A2s1d0 NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1
8. Resistance against sudden temperature change and temperature
differentials ¢ i i i NPD NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 38 (0;-3) 40 (-1; -3) 40 (-1;-3) 43 (-1; -4
11. Thermal properties:

- U-value (EN 673) 5,3 5,1 5,2 5,0

- Normal emissivity €, (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 82/7/17 81/7/17 81/7/7 80/7/17
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 59/6/6 54/6/6 53/6/6 48/6/6
Brussels JL. Batkin
20" of February 2009 Vice-President, Processed Glass Division

129




AGC

CE Marking of Pyrobel — EN 14449

Declaration of performances

Pyrobel

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobel, intended to be used in

buildings and construction works, following EN 14449

Pyrobel characteristics in : Pyrobel 35 Pyrobel 35S EG Pyrobel 53 Pyrobel 53 EG

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD — CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI90 EI90 EI120 EI120
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1
8. Resistance against sudden temperature change and temperature
differentials ¢ i ¢ i NPD NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 41 (-1; -4) 42 (-1;-4) 45 (-1; -4) 46 (-2; -5)
11. Thermal properties:

- U-value (EN 673) 4,9 4,8 4,5 4,3

- Normal emissivity €, (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 79/717 771717 72/717 71/7/7
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 49/6/6 46/6/6 40/5/5 38/5/5
Brussels JL. Batkin
20" of February 2009 Vice-President, Processed Glass Division
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Declaration of performances

A G C CE Marking of Pyrobel — EN 14449

Pyrobel

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyrobel, intended to be used in

buildings and construction works, following EN 14449

Pyrobel characteristics in : Pyrobel 19H Pyrobel 23H Pyrobel 28H

Certificate Number: 1121 - CPD - CA0004 | 1121 — CPD - CA0004 | 1121 — CPD — CA0004
Notified Body : 1121 1121 1121
1. Resistance to fire (EN 13501-2) EI30 EI45 EI60
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1
8. Resistance against sudden temperature change and temperature
differentials ¢ i i i NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 38 (-1;-3) 39 (0; -3) 41 (0;-3)
11. Thermal properties:

- U-value (EN 673) 5,2 5,0 4.9

- Normal emissivity €, (EN 12898) NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 81/7/17 80/7/17 7871717
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 53/6/6 49/6/6 47/6/6
Brussels JL. Batkin
20" of February 2009 Vice-President, Processed Glass Division
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Pyropane



A G C CE Marking of Heat soaked Thermally toughened glass - EN 14179-2

Declaration of performances
Pyropane 100

AGC Flat Glass Europe
Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyropane, intended to be used in
buildings and construction works, following EN 14179-2

Pyropane characteristics in :

Pyropane 100

Certificate Number:
Notified Body :

0336-CPD-9265A
0336

1. Resistance to fire (EN 13501-2)

E30

. Reaction to fire (EN 13501-1)

Al

. External fire performances

NPD

. Bullet resistance (EN 1063)

NPD

. Explosion resistance (EN 13541)

NPD

. Burglar resistance (EN 356)

NPD

N N[ B WN

. Pendulum body impact resistance (EN 12600)

1C1

8. Resistance against sudden temperature change and temperature
differentials

NPD

9. Wind, snow, permanent and imposed load resistance

NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

31 (-2;-3)

11. Thermal properties:
- U-value (EN 673)
- Normal emissivity g, (EN 12898)

5,7
0,89

12. Light transmission/reflection (EN 410): 7,/ p, / p'y

89/8/8

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'.

81/7/17

Brussels
2" of September 2008

JL. Batkin
Vice-President, Processed Glass Division
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AGC

CE Marking of Insulating glass unit — EN 1279-5
Declaration of performances

Pyropane 211-44

AGC Flat Glass Europe

Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Pyropane, intended to be used in

buildings and construction works, following EN 1279-5

Pyropane characteristics in :

Pyropane 211 - 44

Pyropane 211 - 44

Pyropane 211 - 44

Pyropane 211 - 44

6-12air-6 6-12 argon 90% - 6 6-15air-6 6 - 15 argon 90% - 6

Certificate Number: 0749-CPD-143 0749-CPD-143 0749-CPD-143 0749-CPD-143
Notified Body : 0749 0749 0749 0749
1. Resistance to fire (EN 13501-2) E30/60 — EW30/60 E30/60 — EW30/60 E30/60 — EW30/60 E30/60 — EW30/60
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C1/1C2 1C1/1C2 1C1/1C2 1C1/1C2
8. Resistance against sudden temperature change and temperature
differentials ¢ b ¢ P NPD NPD NPD NPD
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-1;-4) 31(-1;-4) 32 (-1;-3) 32 (-1;-3)
11. Thermal properties:

- U-value (EN 673) 1,5 1,2 1,2 1,0

- Normal emissivity &, (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 73/13/13 73/13/13 73/13/13 73/13/13
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 40/31/29 40/31/29 40/31/29 40/31/29
Brussels JL. Batkin
8™ of September 2010 Vice-President, Processed Glass Division
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Solar patterned glass



CE Marking of Patterned glass - EN 572-9
AG ‘ Declaration of performances

Solatex (annealed)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SOLATEX, intended to be used in
buildings and construction works, following EN 572-9

Solatex characteristics in : 3,2 mm 4 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:
- U-value (EN 673) 5,8 5,8
- Normal emissivity &, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p's 92/8/8 92/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 91/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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A G c CE Marking of Patterned glass - EN 572-9

Declaration of performances
Solite (annealed)

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SOLITE, intended to be used in
buildings and construction works, following EN 572-9

Solite characteristics in : 3,2 mm 4 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:
- U-value (EN 673) 5,8 5,8
- Normal emissivity &, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 92/8/8 92/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 91/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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CE Marking of Patterned glass - EN 572-9
AG ‘ Declaration of performances

Astralite (annealed)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named ASTRALITE, intended to be used
in buildings and construction works, following EN 572-9

ASTRALITE characteristics in : 3,2 mm 4 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:
- U-value (EN 673) 5,8 5,8
- Normal emissivity &, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 91/8/8 91/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 90/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
AG ‘ Declaration of performances

Solatex Thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SOLATEX Thermally
toughened, intended to be used in buildings and construction works, following EN 12150-2

Solatex Thermally toughened characteristics in : 3,2 mm 4 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3
8. Resistance against .sudden temperature change and 200 K 200K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:

- U-value (EN 673) 5.8 5,8

- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 92/8/8 92/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 91/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
AG ‘ Declaration of performances

Solite Thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SOLITE Thermally toughened,
intended to be used in buildings and construction works, following EN 12150-2

Solite Thermally toughened characteristics in : 3,2 mm 4 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3
8. Resistance against .sudden temperature change and 200 K 200K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:

- U-value (EN 673) 5.8 5,8

- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 92/8/8 92/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 91/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
AG ‘ Declaration of performances

Astralite Thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named ASTRALITE Thermally
toughened, intended to be used in buildings and construction works, following EN 12150-2

Astralite Thermally toughened characteristics in : 3,2 mm 4 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3
8. Resistance against .sudden temperature change and 200 K 200K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:

- U-value (EN 673) 5.8 5,8

- Normal emissivity g, (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 91/8/8 91/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 91/8/8 90/8/8
Brussels JL. Batkin
22" of October 2009 Vice-President, Processed Glass Division
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Stopray



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Elite (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Elite characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 75/9/9 75/9/9 75/9/9 74/9/9 73/9/9 72/9/9
13. Solar energy transmission/reflection (EN 410): t./p./p's | 42/38/30 42/38/29 42/38/28 41/38/26 40/38/23 39/38/22
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Elite (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Elite characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 75/9/9 75/9/9 75/9/9 74/9/9 73/9/9 72/9/9
13. Solar energy transmission/reflection (EN 410): t./p./p's | 42/38/30 42/38/29 42/38/28 41/38/26 40/38/23 39/38/22
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances

AGC

toughened)

Stopray Elite (Thermally toughened or Heat soaked thermally

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite, intended to be used

in buildings and construction works, following EN 1096-4

Stopray Elite characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 75/9/9 75/9/9 75/9/9 74/9/9 73/9/9 72/9/9
13. Solar energy transmission/reflection (EN 410): t./p./p's | 42/38/30 42/38/29 42/38/28 41/38/26 40/38/23 39/38/22
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Safir (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir, intended to be used

in buildings and construction works, following EN 1096-4

Stopray Safir characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 68/13/11 68/13/11 68/13/11 67/13/11 66/13/11 65/13/11
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 36/42/33 36/42/32 36/42/30 35/42/28 34/42/25 33/42/24
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Safir (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Safir characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 68/13/11 68/13/11 68/13/11 67/13/11 66/13/11 65/13/11
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 36/42/33 36/42/32 36/42/30 35/42/28 34/42/25 33/42/24
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances

AG c Stopray Safir (Thermally toughened or Heat soaked thermally

toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Safir characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 68/13/11 68/13/11 68/13/11 67/13/11 66/13/11 65/13/11
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 36/42/33 36/42/32 36/42/30 35/42/28 34/42/25 33/42/24

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division

148




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Vision-60 T (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY VISION-60 T,

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

intended to be used in buildings and construction works, following EN 1096-4

Stopray Vision-60 T characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD NPD NPD
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopray Vision-60 T (Heat strengthened)

AGC Flat Glass Europe

Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Vision-60 T Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopray Vision-60 T Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p. / py 66/15/11 66/15/11 65/15/11 64/15/11
13. Solar energy transmission/reflection (EN 410): to/ p./p's | 39/41/30 38/41/26 37/41/23 36/41/21

Brussels
25" of June 2010

JL. Batkin
Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Stopray Vision-60 T (Thermally toughened or Heat soaked thermally toughened)

AGC

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY VISION-60 T Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopray Vision-60 T Thermally toughened or Heat soaked 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 31(2,-3) | 32(-1,-2) | 34(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 66/15/11 | 66/15/11 | 65/15/11 | 64/15/11
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 39/41/30 | 38/41/26 | 37/41/23 | 36/41/21
Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Carat (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Carat, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Carat characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 58/9/11 58/9/11 58/9/11 57/9/11 56/9/11 56/9/10
13. Solar energy transmission/reflection (EN 410): t./p./p's | 28/45/28 28/45/27 27/45/27 27/45/23 26/45/21 26/45/20
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Carat (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Carat, intended to be

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

used in buildings and construction works, following EN 1096-4

Stopray Carat characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 58/9/11 58/9/11 58/9/11 57/9/11 56/9/11 56/9/10
13. Solar energy transmission/reflection (EN 410): t./p./p's | 28/45/28 28/45/27 27/45/27 27/45/23 26/45/21 26/45/20
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

153



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Carat (Thermally toughened or Heat soaked thermally
toughened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Carat, intended to be

used in buildings and construction works, following EN 1096-4

Stopray Carat characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 58/9/11 58/9/11 58/9/11 57/9/11 56/9/11 56/9/10
13. Solar energy transmission/reflection (EN 410): t./ p./p'e | 28/45/28 28/45/27 27/45/27 27/45/23 26/45/21 26/45/20
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Vision-50 (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY VISION-50, intended
to be used in buildings and construction works, following EN 1096-4

Stopray Vision-50 characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 55/17/17 55/17/17 55/17/16 54/17/16 53/17/16 53/17/16
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 29/43/35 29/43 /33 28 /43 /32 28 /43 /29 27/43/27 27/43/25
Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Vision-50 T (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY VISION-50 T,

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

intended to be used in buildings and construction works, following EN 1096-4

Stopray Vision-50 T characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD NPD NPD
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopray Vision-50 T (Heat strengthened)

AGC Flat Glass Europe

Division Processed Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Vision-50 T Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopray Vision-50 T Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance against .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p. / py 56/18/18 55/18/18 54/18/18 54/18/17
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 32/46/37 32/46/34 31/46/31 30/46/30

Brussels
25" of June 2010

JL. Batkin
Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopray Vision-50 T (Thermally toughened or Heat soaked thermally toughened)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY VISION-50 T Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopray Vision-50 T Thermally toughened or Heat soaked 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-2,-4) | 31(2,-3) | 32(-1,-2) | 34(-2,-3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity &, (EN 12898) 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 56/18/18 | 55/18/18 | 54/18/18 | 54/18/17
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 32/46/37 | 32/46/34 | 31/46/31 | 30/46/30

Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Galaxy (annealed)

AGC Flat Glass Europe

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Galaxy characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 45/14/15 44/14/15 44/14/15 44/14/ 14 44/14/14 43 /14 /14
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 21/43/32 20/43/31 20/43/29 20/43/27 19/43/25 19/43/23
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Galaxy (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy, intended to be

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

used in buildings and construction works, following EN 1096-4

Stopray Galaxy characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 45/14/15 44/14/15 44/14/15 44/14/ 14 44/14/14 43/14/14
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 21/43/32 20/43/31 20/43/29 20/43/27 19/43/25 19/43/23
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances

AG C Stopray Galaxy (Thermally toughened or Heat soaked thermally

toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Galaxy characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 I1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30(-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 45/14/15 44/14/15 44/14/15 44/14/ 14 44/14/14 43/14/14
13. Solar energy transmission/reflection (EN 410): t./p./p's | 21/43/32 20/43/31 20/43/29 20/43/27 19/43/25 19/43/23

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopray Silver (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Silver characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 7,/ py / p's 47/42 /46 47 /42 /46 46 /42 /45 46 /42 /44 45/42 /44 45/42/43

13. Solar energy transmission/reflection (EN 410): t./p./p's | 27/61/52 27/61/50 27/61/48 26/60/44 25/60/41 25/60/39

Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Silver (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Silver characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 47/42/46 47/42 /46 46 /42 /45 46 /42 / 44 45/42 /44 45742 /43
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 27/61/52 27/61/50 27/61/48 26/60/44 25/60/41 25/60/39
Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances

AG c Stopray Silver (Thermally toughened or Heat soaked thermally

toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Silver characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 47/42/46 47/42 /46 46 /42 /45 46 /42 /44 45/42 /44 45/42/43
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 27/61/52 27/61/50 27/61/48 26/60/44 25/60/41 25/60/39

Brussels
25" of June 2010

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division

164




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Cristal (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Cristal, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Cristal characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 69/6/14 68/6/14 68/6/14 67/6/14 67/6/14 66/6/13
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 45/31/28 44/31/27 44/31/26 42/31/24 41/31/23 40/30/21
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Cristal (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Cristal, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Cristal characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 1,/ p, / p's 69/6/14 68/6/14 68/6/14 67/6/14 67/6/14 66/6/13
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 45/31/28 44/31/27 44/31/26 42/31/24 41/31/23 40/30/21
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4

Declaration of performances

Stopray Cristal (Thermally toughened or Heat soaked thermally

toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Cristal, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Cristal characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 69/6/14 68/6/14 68/6/14 67/6/14 67/6/14 66/6/13
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 45/31/28 44/31/27 44/31/26 42/31/24 41/31/23 40/30/21
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Neutral (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Neutral, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Neutral characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,10 0,10 0,10 0,10 0,10 0,10
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/24/10 56/24/10 55/24/10 55/24/10 54/24/9 53/24/9
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 44/31/18 43/31/17 42/31/16 40/31/15 39/31/14 38/31/13
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Neutral (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Neutral, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Neutral characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,10 0,10 0,10 0,10 0,10 0,10
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/24/10 56/24/10 55/24/10 55/24/10 54/24/9 53/24/9
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 44/31/18 43/31/17 42/31/16 40/31/15 39/31/14 38/31/13
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances

AG c Stopray Neutral (Thermally toughened or Heat soaked thermally

toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Neutral, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Neutral characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,10 0,10 0,10 0,10 0,10 0,10
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 56/24/10 56/24/10 55/24/10 55/24/10 54/24/9 53/24/9
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 44/31/18 43/31/17 42/31/16 40/31/15 39/31/14 38/31/13

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Elite on Clearvision (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Elite on Clearvision characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 77/9/10 77/9/10 77/9/10 77/9/10 76/9/10 76/9/10
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 44/38/35 44/38/35 44/38/35 44/38/34 44/38/33 44/38/33
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Elite on Clearvision (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite on Clearvision,

intended to be used in buildings and construction works, following EN 1096-4

Stopray Elite on Clearvision characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 77/9/10 77/9/10 77/9/10 77/9/10 76/9/10 76/9/10
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 44/38/35 44/38/35 44/38/35 44/38/34 44/38/33 44/38/33
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

172



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Elite on Clearvision (Thermally toughened or Heat
soaked thermally toughened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Elite on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Elite on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 77/9/10 77/9/10 77/9/10 77/9/10 76/9/10 76/9/10
13. Solar energy transmission/reflection (EN 410): t./ p./p'. | 44/38/35 44/38/35 44/38/35 44/38/34 44/38/33 44/38/33
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Safir on Clearvision (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Safir on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 70/13/11 70/13/11 70/13/11 69/13/11 69/13/11 69/13/11
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/42/38 38/42/38 38/42/37 37/42/37 37/42/36 37/42/35
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Safir on Clearvision (heat strengthened)

AGC Flat Glass Europe

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Safir on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 70/13/11 70/13/11 70/13/11 69/13/11 69/13/11 69/13/11
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/42/38 38/42/38 38/42/37 37/42/37 37/42/36 37/42/35
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances

Stopray Safir on Clearvision (Thermally toughened or Heat

soaked thermally toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Safir on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Safir on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 70/13/11 70/13/11 70/13/11 69/13/11 69/13/11 69/13/11
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/42/38 38/42/38 38/42/37 37/42/37 37/42/36 37/42/35

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Clearvision-50 (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Clearvision-50, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Clearvision-50 characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/17/17 56/17/17 56/17/17 56/17/17 56/17/17 56/17/17
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 30/43/42 30/43/41 30/43/41 30/43/40 30/43/39 30/43/38
Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Galaxy on Clearvision (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Galaxy on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 45/14/15 45/14/15 45/14/15 45/14/15 45/14/15 45/14 /15
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 21/43/39 21/43/38 21/43/38 21/43/37 21/43/36 21/43/35
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

178




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances

Stopray Galaxy on Clearvision (heat strengthened)

AGC Flat Glass Europe

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Galaxy on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 45/14/15 45/14/15 45/14/15 45/14/15 45/14/15 45/14 /15
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 21/43/39 21/43/38 21/43/38 21/43/37 21/43/36 21/43/35
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Galaxy on Clearvision (Thermally toughened or Heat

soaked thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Galaxy on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Galaxy on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 45/14/15 45/14/15 45/14/15 45/14/15 45/14/15 45/14/15
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 21/43/39 21/43/38 21/43/38 21/43/37 21/43/36 21/43/35
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Silver on Clearvision (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Silver on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/42/48 48/42/48 48/42/48 48/42/48 47/42/47 47/42/47
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 29/61/63 29/61/62 29/61/61 29/61/60 28/61/58 28/61/57
Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Silver on Clearvision (heat strengthened)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver on Clearvision,

intended to be used in buildings and construction works, following EN 1096-4

Stopray Silver on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/42/48 48/42/48 48/42/48 48/42/48 47/42/47 47/42/47
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 29/61/63 29/61/62 29/61/61 29/61/60 28/61/58 28/61/57
Brussels A. Jardinet
25" of June 2010

Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances

Stopray Silver on Clearvision (Thermally toughened or Heat

soaked thermally toughened)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Silver on Clearvision,
intended to be used in buildings and construction works, following EN 1096-4

Stopray Silver on Clearvision characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 48/42/48 48/42/48 48/42/48 48/42/48 47/42/47 47/42/47
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 29/61/63 29/61/62 29/61/61 29/61/60 28/61/58 28/61/57
Brussels A. Jardinet
25™ of June 2010 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopray Lime 61 T (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Lime 61 T, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Lime 61 T characteristics in : 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p'y NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopray Lime 61 T heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Lime 61 T heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopray Lime 61 T characteristics in : 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K
9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 68/6/6 63/6/6

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 34/38/9 30/38/7

Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopray Lime 61 T Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Lime 61 T Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopray Lime 61 T characteristics in : 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2

8. Resistance against .sudden temperature change and 200K 200 K
temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 68/6/6 63/6/6

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 34/38/9 30/38/7

Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Emeralda (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Emeralda, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Emeralda characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/42/36 41/42/34 40/41/32 37/41/28 34/41/25
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 22/61/27 21/61/23 19/60/20 17/60/16 15/60/14
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Emeralda (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Emeralda, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Emeralda characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/42/36 41/42/34 40/41/32 37/41/28 34/41/25
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 22/61/27 21/61/23 19/60/20 17/60/16 15/60/14
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Emeralda (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Emeralda, intended to be

used in buildings and construction works, following EN 1096-4

Stopray Emeralda characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 43 /42 /36 41/42/34 40/41/32 37/41/28 34/41/25
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 22/61/27 21/61/23 19/60/20 17/60/16 15/60/14
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Selva (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Selva, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Selva characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 60/6/12 58/6/11 56/6/11 52/6/10 48/5/9
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 32/30/12 29/30/10 27/30/9 23/30/8 21/30/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Selva (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Selva, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Selva characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 60/6/12 58/6/11 56/6/11 52/6/10 48/5/9
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 32/30/12 29/30/10 27/30/9 23/30/8 21/30/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Selva (Thermally toughened or Heat soaked thermally
toughened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Selva, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Selva characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,06 0,06 0,06 0,06 0,06
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 60/6/12 58/6/11 56/6/11 52/6/10 48/5/9
13. Solar energy transmission/reflection (EN 410): t./p. /p'e | 32/30/12 29/30/10 27/30/9 23/30/8 21/30/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Oasis (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Oasis, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Oasis characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 66/9/8 64/9/8 61/8/8 57/8/7 53/8/7
13. Solar energy transmission/reflection (EN 410): t./p./p's | 33/37/11 30/37/9 28/37/8 25/37/6 22/37/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Oasis (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Oasis, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Oasis characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 66/9/8 64/9/8 61/8/8 57/8/7 53/8/7
13. Solar energy transmission/reflection (EN 410): t./p./p's | 33/37/11 30/37/9 28/37/8 25/37/6 22/37/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Oasis (Thermally toughened or Heat soaked thermally

toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Oasis, intended to be used
in buildings and construction works, following EN 1096-4

Stopray Oasis characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 66/9/8 64/9/8 61/8/8 57/8/7 53/8/7

13. Solar energy transmission/reflection (EN 410): t./p./p's | 33/37/11 30/37/9 28/37/8 25/37/6 22/37/6

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

195




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Aquamarine (annealed)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Aquamarine, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Aquamarine characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 72/8/10 69/8/10 66/8/9 61/7/9 56/7/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 39/30/11 36/30/10 23/30/8 28/30/7 24/30/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Aquamarine (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Aquamarine, intended to

be used in buildings and construction works, following EN 1096-4

Stopray Aquamarine characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 72/8/10 69/8/10 66/8/9 61/7/9 56/7/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 39/30/11 36/30/10 23/30/8 28/30/7 24/30/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Aquamarine (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Aquamarine, intended to

be used in buildings and construction works, following EN 1096-4

Stopray Aquamarine characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 72/8/10 69/8/10 66/8/9 61/7/9 56/7/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 39/30/11 36/30/10 23/30/8 28/30/7 24/30/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Bright Sepia (annealed)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Bright Sepia, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Bright Sepia characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 33/41/24 30/41/20 27/41/17 22/41/13 18/41/10
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 20/60/31 18/60/26 16/60/22 14/60/17 11/60/13
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Bright Sepia (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Bright Sepia, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Bright Sepia characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 33/41/24 30/41/20 27/41/17 22/41/13 18/41/10
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 20/60/31 18/60/26 16/60/22 14/60/17 11/60/13
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Bright Sepia (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Bright Sepia, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Bright Sepia characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 33/41/24 30/41/20 27/41/17 22/41/13 18/41/10

13. Solar energy transmission/reflection (EN 410): t./ p./p's | 20/60/31 18/60/26 16/60/22 14/60/17 11/60/13

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Sienna (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Sienna, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Sienna characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 52/8/7 47/8/6 42/8/6 34/7/5 28/7/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 30/37/20 27/37/17 24/37/15 20/37/12 16/37/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Sienna (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Sienna, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Sienna characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 52/8/7 47/8/6 42/8/6 34/7/5 28/7/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 30/37/20 27/37/17 24/37/15 20/37/12 16/37/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

toughened)

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Sienna (Thermally toughened or Heat soaked thermally

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Sienna, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Sienna characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 52/8/7 47/8/6 42/8/6 34/7/5 28/7/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 30/37/20 27/37/17 24/37/15 20/37/12 16/37/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Topaz (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Topaz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray topaz characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/7/8 51/7/7 4571717 37/6/6 30/6/5
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 40/30/18 36/30/15 32/30/13 27/30/11 22/30/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Topaz (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Topaz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray topaz characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/7/8 51/7/7 4571717 37/6/6 30/6/5
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 40/30/18 36/30/15 32/30/13 27/30/11 22/30/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

toughened)

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Topaz (Thermally toughened or Heat soaked thermally

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Topaz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray topaz characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 56/7/8 51777117 45/7/7 37/6/6 30/6/5
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 40/30/18 36/30/15 32/30/13 27/30/11 22/30/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

207




A G c CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Titanium 37 T (annealed)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Titanium 37 T, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Titanium 37 T characteristics in : 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD

- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD
Brussels A. Jardinet
23" of April 2008

Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopray Titanium 37 T heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Titanium 37 T heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopray Titanium 37 T characteristics in : 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K
9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 41/5/5 32/4/5

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 25/38/13 20/37/10

Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopray Titanium 37 T Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Titanium 37 T
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 /

14179-2

Stopray Titanium 37 T characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8. Resistance against sudden temperature change and 200 K 200 K

temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 7,/ p, / p' 41/5/5 32/4/5

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 25/38/13 20/37/10

Brussels JL. Batkin
25" of June 2010 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Granit Grey (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Granit Grey, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Granit Grey characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 30/41/20 27/41/17 23/41/ 14 18/41/10 14/41/8 11/41/7
13. Solar energy transmission/reflection (EN 410): t./p./p's | 19/60/29 17/60/24 15/60/20 12/60/14 10/60/11 8/60/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Granit Grey (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Granit Grey, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Granit Grey characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 30/41/20 27/41/17 23/41/14 18/41/10 14/41/8 11/41/7
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 19/60/29 17/60/24 15/60/20 12/60/14 10/60/11 8/60/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Granit Grey (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Granit Grey, intended to

be used in buildings and construction works, following EN 1096-4

Stopray Granit Grey characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 30/41/20 27/41/17 23/41/14 18/41/10 14/41/8 11/41/7
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 19/60/29 17/60/24 15/60/20 12/60/14 10/60/11 8/60/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Quartz (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Quartz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Quartz characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/6/6 42/6/5 37/6/5 28/6/5 22/6/5 17/5/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 28/37/14 24/37/12 21/37/10 16/37/7 13/37/6 10/37/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Quartz (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Quartz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Quartz characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 48/6/6 42/6/5 37/6/5 28/6/5 22/6/5 17/5/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 28/37/14 24/37/12 21/37/10 16/37/7 13/37/6 10/37/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

toughened)

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Quartz (Thermally toughened or Heat soaked thermally

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Quartz, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Quartz characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) 1C3 1C3 1C2 1C2 1C1 I1C1
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 48/6/6 42/6/5 37/6/5 28/6/5 22/6/5 17/5/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 28/37/14 24/37/12 21/37/10 16/37/7 13/37/6 10/37/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Chroma (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Chroma, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Chroma characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 51/7/17 45/6/6 40/6/6 31/6/5 24/6/5 19/6/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/30/16 34/30/14 30/30/12 24/29/9 19/29/8 15/29/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Chroma (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Chroma, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Chroma characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 51/7/17 45/6/6 40/6/6 31/6/5 24/6/5 19/6/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/30/16 34/30/14 30/30/12 24/29/9 19/29/8 15/29/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

218




AGC

toughened)

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Chroma (Thermally toughened or Heat soaked thermally

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Chroma, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Chroma characteristics in : 4 mm 5 mm 6 mm 8 mm 10 mm 12 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1C1 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31 (-2,-3) 32 (-1,-2) 34 (-2,-3) 35(-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 51/7/17 45/6/6 40/6/6 31/6/5 24/6/5 19/6/5
13. Solar energy transmission/reflection (EN 410): t./p./p's | 38/30/16 34/30/14 30/30/12 24/29/9 19/29/8 15/29/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Reflex Blue (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Reflex Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Reflex Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/42/36 40/41/32 37/41/28 34/41/25
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 22/61/28 20/61/21 18/60/18 16/60/15
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Reflex Blue (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Reflex Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Reflex Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/42/36 40/41/32 37/41/28 34/41/25
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 22/61/28 20/61/21 18/60/18 16/60/15
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Reflex Blue (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Reflex Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Reflex Blue characteristics in : 4 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 43 /42 /36 40/41/32 37/41/28 34/41/25

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 22/61/28 20/61/21 18/60/18 16/60/15

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Ultramarine (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Ultramarine, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Ultramarine characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 61/12/10 56/12/9 53/12/9 49/12/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 30/42/14 27/42/10 24/41/8 22/41/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Ultramarine (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Ultramarine, intended to

be used in buildings and construction works, following EN 1096-4

Stopray Ultramarine characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 61/12/10 56/12/9 53/12/9 49/12/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 30/42/14 27/42/10 24/41/8 22/41/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Ultramarine (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Ultramarine, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Ultramarine characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 61/12/10 56/12/9 53/12/9 49/12/8

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 30/42/14 27/42/10 24/41/8 22/41/7

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Metal Blue (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Metal Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Metal Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 72/8/10 67/8/9 62/7/9 58/7/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 42/30/13 36/30/10 32/30/8 28/30/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Metal Blue (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Metal Blue, intended to

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

be used in buildings and construction works, following EN 1096-4

Stopray Metal Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 72/8/10 67/8/9 62/7/9 58/7/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 42/30/13 36/30/10 32/30/8 28/30/7
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

227



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Metal Blue (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Metal Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Metal Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 7,/ p, / p's 72/8/10 67/8/9 62/7/9 58/7/8

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 42/30/13 36/30/10 32/30/8 28/30/7

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Indigo 48 T (annealed)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY INDIGO 48 T,

intended to be used in buildings and construction works, following EN 1096-4

Stopray Indigo 48 T characteristics in : 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD

- Normal emissivity g, coated side (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e NPD NPD
Brussels A. Jardinet
23" of April 2008

Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopray Indigo 48 T (Heat strengthened)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Indigo 48 T Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopray Indigo 48 T Heat strengthened characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1./ p,/ p'y 53/5/6 46/5/5

13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 28/38/8 23/38/6

Brussels JL. Batkin
25™ of August 2010 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopray Indigo 48 T (Thermally toughened or Heat soaked thermally toughened)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPRAY INDIGO 48 T Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopray Indigo 48 T Thermally toughened or Heat soaked 6 mm 8 mm
thermally toughened characteristics in :
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(2,-3) | 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 53/5/6 46/5/5

13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 28/38/8 | 23/38/6

Brussels JL. Batkin
25™ of August 2010 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Blue Night (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Blue Night, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Blue Night characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 25/41/16 18/41/11 13/41/8 10/41/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 13/60/12 9/60/8 6/60/6 5/60/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Blue Night (heat strengthened)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Blue Night, intended to

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

be used in buildings and construction works, following EN 1096-4

Stopray Blue Night characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 25/41/16 18/41/11 13/41/8 10/41/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 13/60/12 9/60/8 6/60/6 5/60/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Blue Night (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Blue Night, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Blue Night characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 25/41/16 18/41/11 13/41/8 10/41/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 13/60/12 9/60/8 6/60/6 5/60/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Deep Blue (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Deep Blue, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Deep Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 36/12/6 26/11/5 19/11/5 14/11/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 17/41/7 12/41/5 9/41/5 7/41/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Deep Blue (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Deep Blue, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Deep Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 36/12/6 26/11/5 19/11/5 14/11/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 17/41/7 12/41/5 9/41/5 7/41/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Deep Blue (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Deep Blue, intended to be
used in buildings and construction works, following EN 1096-4

Stopray Deep Blue characteristics in : 4 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 7,/ p, / p's 36/12/6 26/11/5 19/11/5 14/11/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 17/41/7 12/41/5 9/41/5 7/41/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

237



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Marine Blue (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Marine Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Marine Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/6/7 31/6/6 23/6/5 17/6/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 23/29/7 16/29/5 11/29/5 8/29/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopray Marine Blue (heat strengthened)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Marine Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Marine Blue characteristics in : 4 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 43/6/7 31/6/6 23/6/5 17/6/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 23/29/7 16/29/5 11/29/5 8/29/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Coated glass - EN 1096-4

Declaration of performances
Stopray Marine Blue (Thermally toughened or Heat soaked

thermally toughened)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Stopray Marine Blue, intended to
be used in buildings and construction works, following EN 1096-4

Stopray Marine Blue characteristics in : 4 mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 7,/ p, / p's 43/6/7 31/6/6 23/6/5 17/6/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 23/29/7 16/29/5 11/29/5 8/29/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

240




Stopsol



CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopsol Classic Clear (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC CLEAR,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Classic Clear characteristics in : 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31 (-2, -3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 38/34/27 38/34/27 38/34/27 37/34/26
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 48/29/22 | 47/29/22 | 46/29/21 | 44/28/20
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopsol Classic Clear Heat strengthened

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC CLEAR

Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Classic Clear Heat strengthened characteristics in : 4 mm 5 mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8: Resmtgnce against sudden temperature change and temperature 100 K 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31 (-2, -3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 38/34/27 | 38/34/27 | 38/34/27 | 37/34/26
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 48/29/22 | 47/29/22 | 46/29/21 | 44/28/20
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Classic Clear Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC CLEAR
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Classic Clear Thermally toughened or Heat soaked
RO 4 mm S mm 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2
8: Resmtgnce against sudden temperature change and temperature 200 K 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 38/34/27 | 38/34/27 | 38/34/27 | 37/34/26
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 48/29/22 | 47/29/22 | 46/29/21 | 44/28/20
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
A Declaration of performances

Stopsol Classic Bronze (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC BRONZE,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Classic Bronze characteristics in : 4 mm 5 mm 6 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5.8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 26/34/15 24/34/13 22/34/12

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 35/28/14 32/28/12 29/28/10

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopsol Classic Bronze Heat strengthened

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC BRONZE

Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Classic Bronze Heat strengthened characteristics in : 4 mm 5 mm 6 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8: Resistgnce against sudden temperature change and temperature 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 26/34/15 24/34/13 22/34/12
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 35/28/14 32/28/12 29/28/10
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Classic Bronze Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC BRONZE
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Classic Bronze Thermally toughened or Heat soaked
thermally toughened characteristics in : 4 mm S mm 6 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) 1C3 1C3 1C2
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 30 (-1,-2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 26/34/15 24/34/13 22/34/12
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 35/28/14 32/28/12 29/28/10
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Classic Dark Blue (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC DARK
BLUE, intended to be used in buildings and construction works, following EN 1096-4

Stopsol Classic Dark Blue characteristics in : 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 24/34/14 20/28/10
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 21/34/12 15/28/8
Brussels A. Jardinet
27™ of October 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Classic Dark Blue Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC DARK
BLUE Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Classic Dark Blue Heat strengthened characteristics in : 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 24/34 /14 20/28/10
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 21/34/12 15/28/8
Brussels JL. Batkin
27" of October 2008 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Classic Dark Blue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC DARK BLUE
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Classic Dark Blue Thermally toughened or Heat soaked
T 6 mm 8 mm
thermally toughened characteristics in :
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:
- U-value (EN 673) 5,7 5,7
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 24/34/14 20/28/10
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 21/34/12 15/28/8
Brussels JL. Batkin
27" of October 2008 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopsol Classic Green (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREEN,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Classic Green characteristics in : 4 mm 5 mm 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:
- U-value (EN 673) 5.8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 33/34/22 32/34/21 31/34/20 29/34/18
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 28/28/13 25/28/12 22/28/11 18/28/9
Brussels A. Jardinet

23" of April 2008

Vice-President, Sales & Marketing Raw Glass Division




AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopsol Classic Green Heat strengthened

Tel.: +32-(0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREEN

Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Classic Green Heat strengthened characteristics in :

4 mm S mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 33/34/22 | 32/34/21 31/34/20 | 29/34/18
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 28/28/13 25/28/12 | 22/28/11 18/28/9
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Classic Green Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREEN
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Classic Green Thermally toughened or Heat soaked
thermally toughened characteristics in : 4 mm S mm 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K 200 K 200K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5.8 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 33/34/22 32/34/21 31/34/20 | 29/34/18
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 28/28/13 25/28/12 | 22/28/11 18/28/9
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Classic Grey (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREY,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Classic Grey characteristics in : 4 mm 5 mm 6 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.8 5.8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 24/34/13 21/34/11 19/34/10

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 33/28/13 30/28/11 27/28/10

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Classic Grey Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREY
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Classic Grey Heat strengthened characteristics in : 4 mm 5 mm 6 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5.8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 24/34/13 | 21/34/11 19/34/10
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 33/28/13 | 30/28/11 27/28/10
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Classic Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL CLASSIC GREY
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Classic Grey Thermally toughened or Heat soaked
thermally toughened characteristics in : 4 mm S mm 6 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.8 5,8 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 24/34/13 | 21/34/11 19/34/10
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 33/28/13 | 30/28/11 27/28/10
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division

256




AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopsol Phoenix Clear (annealed)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX CLEAR,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Phoenix Clear characteristics in : 4 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 31(-2,-3)
11. Thermal properties:

- U-value (EN 673) 5.7 5.7 5.6

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p. / py 67/32/31 67/31/30 66/31/30
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 69/25/23 67/25/22 64/25/21
Brussels A. Jardinet
05™ of November 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Phoenix Clear Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX CLEAR
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Phoenix Clear Heat strengthened characteristics in 4 mm 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31(-2,-3) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5.7 5.7 5.6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 67/32/31 67/31/30 66/31/30

13. Solar energy transmission/reflection (EN 410): t./ pe/p'e | 69/25/23 67/25/22 64/25/21

Brussels JL. Batkin
05™ of November 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Phoenix Clear Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX CLEAR
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2/14179-2

Stopsol Phoenix Clear Thermally toughened or Heat

soaked thermally toughened characteristics in : 4 mm 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2
8. Resistance against sudden temperature change and 200 K 200 K 200 K

temperature differentials

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31(-2,-3) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5.7 5.7 5.6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 67/32/31 67/31/30 66/31/30

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 69/25/23 67/25/22 64/25/21

Brussels JL. Batkin
05" of November 2009 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Phoenix Green (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREEN,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Phoenix Green characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p. / py 54/31/22 50/31/20

13. Solar energy transmission/reflection (EN 410): t./p./p'. | 34/23/12 28/23/11

Brussels A. Jardinet
05™ of November 2009 Vice-President, Sales & Marketing Raw Glass Division

260



CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Phoenix Green Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREEN
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Phoenix Green Heat strengthened characteristics in 6 mm 8 mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 54/31/22 50/31/20

13. Solar energy transmission/reflection (EN 410): t./ pe / p'e | 34/23/12 28/23/11

Brussels JL. Batkin
05™ of November 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Phoenix Green Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREEN
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Phoenix Green Thermally toughened or Heat 6 mm 8 mm
soaked thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 54/31/22 50/31/20

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 34/23/12 28/23/11

Brussels JL. Batkin
05™ of November 2009 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Phoenix Grey (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREY,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Phoenix Grey characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 33/30/11 26/30/8

13. Solar energy transmission/reflection (EN 410): to/ p./p's | 38/23/10 30/23/8

Brussels A. Jardinet
05™ of November 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Phoenix Grey Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREY
Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Phoenix Grey Heat strengthened characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p. / py 33/30/11 26/30/8

13. Solar energy transmission/reflection (EN 410): to/ p./p's | 38/23/10 30/23/8

Brussels JL. Batkin
05" of November 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Phoenix Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL PHOENIX GREY
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Phoenix Grey Thermally toughened or Heat 6 mm 8 mm
soaked thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3)

11. Thermal properties:

- U-value (EN 673) 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 33/30/11 26/30/8

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 38/23/10 30/23/8

Brussels JL. Batkin
05" of November 2009 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Silverlight PrivaBlue (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SILVERLIGHT
PRIVABLUE, intended to be used in buildings and construction works, following EN 1096-4

Stopsol Silverlight PrivaBlue characteristics in : 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 27/24/8 20/24/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 16/20/6 11/20/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Silverlight PrivaBlue Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SILVERLIGHT
PRIVABLUE Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Silverlight PrivaBlue Heat strengthened characteristics in : 6 mm 8 mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 27/24/8 20/24/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 16/20/6 11/20/6
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Silverlight PrivaBlue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SILVERLIGHT PRIVABLUE
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Silverlight PrivaBlue Thermally toughened or Heat soaked
R 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 27/24/8 20/24/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 16/20/6 11/20/6
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Stopsol Supersilver Clear (annealed)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
CLEAR, intended to be used in buildings and construction works, following EN 1096-4

Stopsol Supersilver Clear characteristics in : 4 mm 5 mm 6 mm 8§ mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 64/35/35 64/35/34 63/35/34 62/35/34 62/35/33
13. Solar energy transmission/reflection (EN 410): ./ p./p'. | 66/28/25 65/28/25 64/27/24 62/27/23 59/27/22
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopsol Supersilver Clear Heat strengthened

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
CLEAR Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Supersilver Clear Heat strengthened characteristics in :

4 mm S mm 6 mm 8 mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 30 (-1, -2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:
- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6
- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 64/35/35 | 64/35/34 | 63/35/34 | 62/35/34 | 62/35/33
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 66/28/25 | 65/28/25 | 64/27/24 | 62/27/23 | 59/27/22
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Stopsol Supersilver Clear Thermally toughened or Heat soaked thermally toughened

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER CLEAR

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Supersilver Clear Thermally toughened or Heat soaked

thermally toughened characteristics in : 4 mm S mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C3 1C2 1C2 1CI
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 30 (-1,-2) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) 5,8 5,8 5,7 5,7 5,6

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 64/35/35 | 64/35/34 | 63/35/34 | 62/35/34 | 62/35/33
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 66/28/25 | 65/28/25 | 64/27/24 | 62/27/23 | 59/27/22
Brussels JL. Batkin
01* of March 2007

Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Supersilver Green (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
GREEN, intended to be used in buildings and construction works, following EN 1096-4

Stopsol Supersilver Green characteristics in : 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Res1stgnce against sudden temperature change and temperature NPD NPD
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 52/34/25 48 /34 /22
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 33/26/14 27/26/12
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Supersilver Green Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
GREEN Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Supersilver Green Heat strengthened characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 52/34/25 48 /34/22
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 33/26/14 27/26/12
Brussels JL. Batkin
01* of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Supersilver Green Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER GREEN
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Supersilver Green Thermally toughened or Heat soaked
P 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 52/34/25 48/34/22
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 33/26/14 27/26/12
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Supersilver Grey (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL Supersilver Grey,
intended to be used in buildings and construction works, following EN 1096-4

Stopsol Supersilver Grey characteristics in : 5 mm 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30(-1,-2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5.8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 34/34/13 29/34/11 23/34/8

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 38/27/11 34/27/10 26/26/8

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Stopsol Supersilver Grey Heat strengthened

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL Supersilver Grey

Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Supersilver Grey Heat strengthened characteristics in : 5 mm 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8: Resistgnce against sudden temperature change and temperature 100 K 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-1,-2) 31(-2,-3) 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 34/34/13 29/34/11 23/34/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 38/27/11 34/27/10 26/26/8
Brussels JL. Batkin
09" of January 2007 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Supersilver Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL Supersilver Grey
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Supersilver Grey Thermally toughened or Heat soaked
N 5 mm 6 mm 8§ mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-1, -2) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,8 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 34/34/13 29/34/11 23/34/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 38/27/11 34/27/10 26/26/8
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Stopsol Supersilver Dark Blue (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
DARK BLUE, intended to be used in buildings and construction works, following EN 1096-4

Stopsol Supersilver Dark Blue characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) 5,7 5,7
- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 41/34/17 35/34/14

13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 30/26/12 24/26/10

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Stopsol Supersilver Dark Blue Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER
DARK BLUE Heat strengthened, intended to be used in buildings and construction works, following EN 1863-2

Stopsol Supersilver Dark Blue Heat strengthened characteristics in : 6 mm 8§ mm

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8: Res1stgnce against sudden temperature change and temperature 100 K 100 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 41/34/17 | 35/34/14
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 30/26/12 | 24/26/10
Brussels JL. Batkin
05" of Juli 2007 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Stopsol Supersilver Dark Blue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STOPSOL SUPERSILVER DARK BLUE
Thermally toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Stopsol Supersilver Dark Blue Thermally toughened or Heat soaked
oL 6 mm 8 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8: Res1stgnce against sudden temperature change and temperature 200 K 200 K
differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7

- Normal emissivity g, coated side (EN 12898) 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 41/34/17 | 35/34/14
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 30/26/12 | 24/26/10
Brussels JL. Batkin
05™ of Juli 2007 Vice-President, Processed Glass Division
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Stratobel



AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel clear (22.x, 33.x)

AGC Flat Glass Europe

Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 221 22.2 33.1 33.2 334

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD P1A-P2A P3A-P4A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD 32 (-1,-3) 33(-1,-4) NPD
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7 5,6 5,5

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 90/8/8 90/8/8 89/8/8 89/8/8 89/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 7917117 77171717 76/7/17 74/7/17 721717

Brussels
27" of October 2010

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances

Stratobel clear (44.x, 55.x)

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Raw Glass Products

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 44.1 44.2 44.4 44.6 55.1 55.2 55.4

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A P3A-P4A P5A NPD P1A-P2A P3A-P4A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 1B1 1B1 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 34 (-1,-2) 35(-1,-3) NPD 35(-1,-3) 35 (-1,-3) NPD 36 (-1, -4)
11. Thermal properties:

- U-value (EN 673) 5,6 5,6 5,5 53 5,6 55 5,4

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 88/8/8 88/8/8 88/8/8 88/8/8 87/8/8 87/8/8 87/8/8
13. Solar energy transmission/reflection (EN 410): t./p./p'e | 73/7/7 72/7/17 70/7/17 69/7/17 70/7/17 69/7/17 67/7/17
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Declaration of performances

Stratobel clear (66.x, 88.x, 10 10.x)

CE Marking of Laminated glass — EN 14449

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 66.1 66.2 66.4 66.6 88.2 88.4 10 10.2 1010.4

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A | P3A-P4A P5A P1IA-P2A | P3A-P4A | P1A-P2A | P3A-P4A
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD 36 (-1,-3) | 37 (-1,-4) NPD 39 (-1, -3) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,5 5,4 5,3 5,2 53 5,2 52 5,1

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 86/8/8 8/8/8 | 86/8/8 | 8/8/8 | 84/8/8 | 84/8/8 | 82/7/7 | 82/7/7
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 68/7/7 | 66/7/7 | 65/6/6 | 64/6/6 | 62/6/6 | 60/6/6 | 58/6/6 | 56/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel Linea Azzurra (88.x, 10 10.x)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL LINEA
AZZURRA, intended to be used in buildings and construction works, following EN 14449

Stratobel Linea Azzurra characteristics in : 88.2 88.4 10 10.2 1010.4

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) PI1A-P2A P3A-P4A PI1A-P2A P3A-P4A
7. Pendulum body impact resistance (EN 12600) 1B1 1BI 1BI 1BI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 39 (-1,-3) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 53 5,2 5,2 5,1

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 82/7/17 82/7/7 80/7/17 80/7/17
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 55/6/6 53/6/6 50/6/6 49/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratobel Top N

CE Marking of Laminated glass — EN 14449
Declaration of performances

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Raw Glass Products

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL TOP N, intended
to be used in buildings and construction works, following EN 14449

Stratobel Top N characteristics in : 331 TopN | 33.2TopN | 441 Top N | 442 Top N | 66.1 TopN | 66.2 Top N

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1BI 2B2 1BI 1BI 1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1, -3) 33 (-1,-4) 34 (-1,-2) 35(-1,-3) NPD 36 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 86/6/8 86/6/8 85/6/8 85/6/8 84/6/8 83/6/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 60/25/18 | 59/25/17 | 58/25/17 | 58/25/16 | 56/24/15 | 56/24/14
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratobel Top N+

CE Marking of Laminated glass — EN 14449
Declaration of performances

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL TOP N+, intended
to be used in buildings and construction works, following EN 14449

Stratobel Top N+ characteristics in : 22.1 Top | 22.2 Top | 33.1 Top | 33.2 Top | 44.1 Top | 44.2 Top | 66.1 Top | 66.2 Top
N+ N+ N+ N+ N+ N+ N+ N+
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD 32(-1,-3) | 33(-1,-4) | 34(-1,-2) | 35(-1,-3) NPD 36 (-1,-3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD NPD NPD NPD NPD
- Normal emissivity &, (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 87/6/8 87/6/8 86/6/7 86/6/7 85/6/7 85/6/7 83/6/7 83/6/7
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'. | 57/29/22 | 56/29/21 | 55/29/20 | 54/29/19 | 53/29/18 | 53/29/18 | 50/29/16 | 50/29/15
Brussels A. Jardinet
27™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel Tri

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL Tri, intended to be
used in buildings and construction works, following EN 14449

Stratobel Tri characteristics in : 221 Tri | 222Tri | 331 Tri | 332Tri | 441 Tri | 442 Tri | 552 Tri | 66.2 Tri

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD 32(-1,-3) | 33(-1,-4) | 34 (-1,-2) | 35(-1,-3) NPD 36 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,07 0,07 0,07 0,07 0,07 0,07 0,07 0,07
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 88/7/8 88/7/8 87/7/8 87/7/8 86/7/8 86/6/8 84/6/8 84/6/8
13. Solar energy transmission/reflection (EN 410): t./p./p'. | 68/17/13 | 68/17/12 | 66/17/12 | 65/17/11 | 64/16/11 | 63/16/11 | 60/16/10 | 59/16/10
Brussels A. Jardinet
27™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratobel Top 1.0

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL Top 1.0, intended
to be used in buildings and construction works, following EN 14449

Stratobel Top 1.0 characteristics in : 331 Top 1.0 | 33.2Top 1.0 | 441 Top 1.0 | 442 Top 1.0 | 66.1 Top 1.0 | 66.2 Top 1.0

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1, -3) 33 (-1,-4) 34 (-1,-2) 35 (-1, -3) NPD 36 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 76/15/17 76/15/17 75/15/17 75/15/17 74/14/ 16 74/14/16
13. Solar energy transmission/reflection (EN 410): t./ p./p's | 45/42/30 44/42/29 44 /42 /28 43/42/27 42/42/24 42/42/23
Brussels A. Jardinet
11™ of June 2009 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449

Declaration of performances

Stratobel I-Top

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Raw Glass Products

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL I-TOP, intended to
be used in buildings and construction works, following EN 14449

Stratobel I-Top characteristics in : 33.11-Top 33.21-Top 44.1 I-Top 44.2 I-Top 55.1 I-Top 55.2 I-Top 66.2 I-Top
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1 1B1
8. Resistance ggamst 'sudden temperature change and NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 33 (-1,-4) 34 (-1,-2) 35 (-1,-3) 35 (-1,-3) NPD 36 (-1, -3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD NPD NPD NPD
- Normal emissivity g, (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): t,/ p,/ p'y 85/6/7 84/6/8 83/6/8 83/6/8 82/6/8 82/6/8 81/6/7
13. Solar energy transmission/reflection (EN 410): 1./ pe/p'. | 51/32/20 50/32/19 49/32/18 49/32/17 48/32/16 47/32/15 46/32/15
Brussels A. Jardinet
4™ of December 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratobel Energy N

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL ENERGY N,
intended to be used in buildings and construction works, following EN 14449

Stratobel Energy N characteristics in : 33.1 Energy 33.2 Energy 44.1 Energy 44.2 Energy 66.1 Energy 66.2 Energy
N N N N N N

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 33 (-1, -4) 34 (-1,-2) 35(-1,-3) NPD 36 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p's 78/6/7 77/ 6/7 77/6/7 77/6/7 75/6/7 75/6/7
13. Solar energy transmission/reflection (EN 410): t./ p. / p'e 42/38/24 42/38/23 41/38/22 41/38/21 39/38/18 39/38/18

Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
Stratobel Light

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL LIGHT, intended
to be used in buildings and construction works, following EN 14449

Stratobel Light characteristics in : 33.1 Light 44.1 Light
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2
8. Resistance ggamst 'sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 34 (-1,-2)
11. Thermal properties:
- U-value (EN 673) NPD NPD
- Normal emissivity g, (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p'v 71/19/21 71/19/21
13. Solar energy transmission/reflection (EN 410): t./ p. / p'e 41/43/29 40/43/26
Brussels A. Jardinet
8™ of February 2011 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel G

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL G, intended to be
used in buildings and construction works, following EN 14449

Stratobel Gcharacteristics in : 331G 332G 41 G 44.2 G 66.1 G 66.2 G

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1, -3) 33 (-1,-4) 34 (-1,-2) 35 (-1,-3) NPD 36 (-1, -3)
11. Thermal properties:

- U-value (EN 673) 3,7 3,6 3,6 3,6 3,6 3,6

- Normal emissivity &, (EN 12898) 0,15 0,15 0,15 0,15 0,15 0,15
12. Light transmission/reflection (EN 410): 1,/ p, / p's 80/12/11 | 80/12/11 | 80/11/11 | 79/11/10 | 78/11/10 | 77/11/10
13. Solar energy transmission/reflection (EN 410): t./p./p's | 65/12/9 64/12/9 63/12/9 62/11/9 58/11/9 58/11/8
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division




CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel (Burglar resistant)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 002-2 303-3 402-3 502-1 502-2 802-2 803-5 905-8

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) P5SA P7B P5SA P6B P6B P6B P8B P8B
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1 1B1 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) | 35 (-1, -3) NPD NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,4 5,0 5,2 5,1 5,1 5,1 4,8 4,3

- Normal emissivity &, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 8/8/8 | 82/7/7 | 84/8/8 | 84/8/8 | 84/8/8 | 82/7/7 | 718/7/7 | 69/7/7
13. Solar energy transmission/reflection (EN 410): to/p./p'. | 69/7/7 | 55/6/6 | 64/6/6 | 63/6/6 | 63/6/6 | 60/6/6 | 51/6/6 | 38/5/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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A G c CE Marking of Laminated glass — EN 14449

Declaration of performances

Stratobel (Bullet resistant)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 003-2 003-5 004-3
Notified Body / Certificate Number: 0749 / 0749-CPD-143 0749 / 0749-CPD-143 0749 / 0749-CPD-143
0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BRI S BRI NS BR3 S
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD P6B
7. Pendulum body impact resistance (EN 12600) 1B1 1BI 1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 52 52 4,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 83/8/8 83/8/8 7917117
13. Solar energy transmission/reflection (EN 410): t./ p / p'e 59/6/6 59/6/6 49/6/6
Brussels A. Jardinet
18™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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A G c CE Marking of Laminated glass — EN 14449
Stratobel (Bullet resistant)

Declaration of performances

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 103-3 104-1 402-1

Certificate Number: 0749 / 0749-CPD-143 0749 / 0749-CPD-143 0749 / 0749-CPD-143
Notified Body : 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR2 S BR2 NS BR1 S
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD P6B P4A
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1Bl
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 4,9 4,8 5,3

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ p, / p's 84/8/8 781717 85/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 58/6/6 49/6/6 66/6/6
Brussels A. Jardinet
18™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel (Bullet resistant)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 504-4 603-1 703-3

Certificate Number: 0749 / 0749-CPD-143 0749 / 0749-CPD-143 0749 / 0749-CPD-143
Notified Body : 0336 /0336-CPD-9265C 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR5 S/SG2 S BR3S BR2 S
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P8B P6B P3A
7. Pendulum body impact resistance (EN 12600) 1Bl I1B1 1BI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 4,5 4,9 5,1

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 74717117 80/7/7 80/7/17
13. Solar energy transmission/reflection (EN 410): 1./ p. / 45/5/5 52/6/6 53/6/6
pe
Brussels A. Jardinet
18™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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A G C CE Marking of Laminated glass — EN 14449

Declaration of performances
Stratobel (Bullet resistant)

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 704-3 803-6 902-4

Certificate Number : 0749 / 0749-CPD-143 0749 / 0749-CPD-143 0749 / 0749-CPD-143
Notified Body : 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C 0336/ 0336-CPD-9265C
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR3 NS BR2 S BRI S
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P6B NPD P2A
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1BI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 4,6 4,9 53

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 7477117 797717 83/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 45/5/5 51/6/6 60/6/6
Brussels A. Jardinet
18™ of October 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel (Bullet resistant)

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be

used in buildings and construction works, following EN 14449

Stratobel characteristics in : 902-5
Certificate Number : 0749 / 0749-CPD-143
Notified Body : 0336 /0336-CPD-9265C
1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) NPD
3. External fire performances NPD
4. Bullet resistance (EN 1063) BRI S
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) P3A
7. Pendulum body impact resistance (EN 12600) 1B1
8. Resistance against sudden temperature change and
. . NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD
11. Thermal properties:
- U-value (EN 673) 53
- Normal emissivity g, (EN 12898) 0,89
12. Light transmission/reflection (EN 410): 7,/ py / p's 83/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 60/6/6
Brussels A. Jardinet
18™ of October 2010

Vice-President, Sales & Marketing Raw Glass Division
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A G c CE Marking of Laminated glass — EN 14449

Declaration of performances
Stratobel (Bullet resistant)

Division Processed Glass Products

AGC Flat Glass Europe

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 003-1 009-1 304-6

Certificate Number: 0336-CPD-9265C 0336-CPD-9265C 0336-CPD-9265C
Notified Body : 0336 0336 0336
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR2 S BR7 NS BR4S/SG1S
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P2A P8B P6B
7. Pendulum body impact resistance (EN 12600) IB1 1BI 1Bl
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,1 3,6 4,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 83/8/8 62/6/6 78717117
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 58/6/6 27/5/5 48/6/6
Brussels JL. Batkin
07" of February 2008 Vice-President, Processed Glass Division
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A G c CE Marking of Laminated glass — EN 14449

Declaration of performances
Stratobel (Bullet resistant)

Division Processed Glass Products

AGC Flat Glass Europe

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel characteristics in : 408-1 802-5 806-2

Certificate Number: 0336-CPD-9265C 0336-CPD-9265C 0336-CPD-9265C
Notified Body : 0336 0336 0336
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR6 NS BR1 NS BR5 NS
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P8B P2A P7B
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1Bl
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 3,9 5,2 43

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 61/6/6 84/8/8 69/7/117
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 28/5/5 60/6/6 36/5/5
Brussels JL. Batkin
07" of February 2008 Vice-President, Processed Glass Division
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AGC

CE Marking of Double Glazing Unit — EN 1279-5
Declaration of performances
Stratobel (Bullet resistant) in DGU

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 1279-5

Stratobel characteristics in : 1207-1 3209-1 4207-1

Certificate Number: 0749-CPD-143 0749-CPD-143 0749-CPD-143
Notified Body : 0749 0749 0749
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR4NS/BR6 S BR6 NS BR5 NS
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P4A P6B NPD
7. Pendulum body impact resistance (EN 12600) 1B1/1B1 1B1 /1Bl 1B1/1BlI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 2,6 2.4 2,5

- Normal emissivity g, (EN 12898) NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 65/12/12 58/11/11 65/12/12
13. Solar energy transmission/reflection (EN 410): 1./ p / p'e 34/8/8 271717 33/8/8
Brussels JL. Batkin
07" of February 2008 Vice-President, Processed Glass Division
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AGC

CE Marking of Double Glazing Unit — EN 1279-5
Declaration of performances
Stratobel (Bullet resistant) in DGU

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 1279-5

Stratobel characteristics in : 6208-1 8209-1 9207-1

Certificate Number: 0749-CPD-143 0749-CPD-143 0749-CPD-143
Notified Body : 0749 0749 0749
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR7 S BR7 NS SG1 NS
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P8B P8B P4A
7. Pendulum body impact resistance (EN 12600) 1B1/1B1 1B1 /1Bl 1B1/1BlI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 2,4 2,3 2,5

- Normal emissivity g, (EN 12898) NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 61/11/11 57/11/11 62/12/12
13. Solar energy transmission/reflection (EN 410): 1./ p / p'e 29/8/8 2571717 31/8/8
Brussels JL. Batkin
07" of February 2008 Vice-President, Processed Glass Division
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AGC

CE Marking of Double Glazing Unit — EN 1279-5
Declaration of performances
Stratobel (Bullet resistant) in DGU

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be

used in buildings and construction works, following EN 1279-5

Stratobel characteristics in : 9208-1
Certificate Number: 0749-CPD-143
Notified Body : 0749
1. Resistance to fire (EN 13501-2) NPD
2. Reaction to fire (EN 13501-1) NPD
3. External fire performances NPD
4. Bullet resistance (EN 1063) SG2 NS
5. Explosion resistance (EN 13541) NPD
6. Burglar resistance (EN 356) P8B
7. Pendulum body impact resistance (EN 12600) 1B1/1B1
8. Resistance against sudden temperature change and
. . NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD
11. Thermal properties:
- U-value (EN 673) 2,3
- Normal emissivity g, (EN 12898) NPD
12. Light transmission/reflection (EN 410): 1,/ p. / py 61/11/11
13. Solar energy transmission/reflection (EN 410): 1./ p / p'e 28/7/17
Brussels JL. Batkin
07" of February 2008 Vice-President, Processed Glass Division

304




AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel Color Standard

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62
Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL COLOR
STANDARD, intended to be used in buildings and construction works, following EN 14449
Stratobel color standard characteristics in : gi::z.eln];l;l% 33.16153:; nze ]:;‘:Olnf:z.l;l; f:(lml\z/leeg;l;r; 33.61551;:%,

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2 2B2 2B2 2B2
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p's 73/7/17 54/6/6 58/6/6 29/5/5 42/5/5
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 68/6/6 53/6/6 57/6/6 32/5/5 48/5/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratobel Color Standard

CE Marking of Laminated glass — EN 14449
Declaration of performances

AGC Flat Glass Europe

Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL COLOR

STANDARD, intended to be used in buildings and construction works, following EN 14449

Stratobel color standard characteristics in : 33.1 Mat 2165 | 33.2 Mat 2165 | 44.1 Mat 2165 | 44.2 Mat 2165

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 33 (-1, -4) 34 (-1,-2) 35(-1,-3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,6 5,6 5,5

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 67/12/12 68/12/12 66/12/12 67/12/12
13. Solar energy transmission/reflection (EN 410): t./ pe / p'e 61/10/10 61/10/10 59/10/10 59/10/10
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel Color Rainnbow

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL COLOR
RAINBOW, intended to be used in buildings and construction works, following EN 14449

Stratobel color rainbow characteristics in - 33.1 Vanceva 1 33.1 Vanceva 2 33.1 Vanceva 3 33.1 Vanceva 4 33.1 Vanceva 5
Coral Rose Aquamarine Smoke Grey Sahara Sun Ruby Red

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2 2B2 2B2 2B2
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3) 32 (-1,-3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 771717 79117117 78117/17 711777 48/6/6
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 7317117 71/7/17 69/7117 62/6/6 63/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel Color Rainbow

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL COLOR
RAINBOW, intended to be used in buildings and construction works, following EN 14449

33.1 Vanceva 6 33.1 Vanceva 7 33.1 Vanceva 8 33.1 Vanceva 9 44.1 Vanceva 9

Stratobel color rainbow characteristics in :

Sapphire Midnight Golden light Artic Snow Artic Snow

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2 2B2 2B2 2B2
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32(-1,-3) 32(-1,-3) 32(-1,-3) 32 (-1,-3) 34 (-1,-2)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'v 52/6/6 50/5/5 86/8/8 67/12/12 66/12/12
13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 57/6/6 48/5/5 70/7/17 61/10/10 59/10/10
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

308




AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances

Stratobel Color Rainbow

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL COLOR
RAINBOW, intended to be used in buildings and construction works, following EN 14449

Stratobel color rainbow characteristics in :

33.1 Vanceva A

44.1 Vanceva A

33.2 Vanceva

33.1 Vanceva

33.1 Vanceva D

Cool White Cool White C003 Pure White C Deep Red True Blue

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD P1A-P2A NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2 1B1 2B2 2B2
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 32 (-1,-3) 34 (-1,-2) NPD 32 (-1,-3) 32 (-1,-3)
11. Thermal properties:

- U-value (EN 673) 5,7 5,7 5,7 5,7 5,7

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 83/9/9 82/9/9 8/63/63 16/5/5 14/4/4
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 72/8/8 70/8/8 8/47/47 35/5/5 41/5/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division

309




Stratobel EVA



CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
Stratobel EVA

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL EVA, intended to
be used in buildings and construction works, following EN 14449

Stratobel EVA characteristics with tempered components: 55.2T 66.2T 68.2T 88.2T 1010.3T 1212.3T 15154T
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 1BI 1BI 1BI 1BI 1B1 I1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) 5,5 5,4 54 53 52 5,1 4,9

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 86/8/8 85/8/8 84/8/8 83/8/8 81/7/7 80/7/7 77/7/7
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 67/7/7 65/6/6 63/6/6 61/6/6 55/6/6 52/6/6 47/6/6

Brussels JL. Batkin
01* of March 2007 Vice-President, Processed Glass Division
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Stratobel Impression



CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances

Stratobel Impression

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL Impression,
intended to be used in buildings and construction works, following EN 14449

Stratobel Impression characteristics: 333 44.3 55.3 66.3 88.3 1010.3

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1 I1B1 1B1 1BI 1BI 1B1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity g, (EN 12898) NPD NPD NPD NPD NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p, / p's NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
11" of Setptember 2007 Vice-President, Processed Glass Division
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Stratobel PC



CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratobel PC (Burglar resistant)

AGC

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL PC, intended to be

used in buildings and construction works, following EN 14449

Stratobel PC characteristics in : 214.541 216.541 219.841

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) P6B P7B P8B
7. Pendulum body impact resistance (EN 12600) 1(B)1 1(B)1 1(B)1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 5,3 5,3 5,1

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 85/8/8 84/8/8 83/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 67/7/17 65/7/17 64/6/6
Brussels JL. Batkin
17" of July 2007 Vice-President, Processed Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
Stratobel PC (Bullet resistant)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL PC, intended to be
used in buildings and construction works, following EN 14449

Stratobel PC characteristics in : 810.361 815.051 819.070 823.860

Certificate Number: 0336-CPD-9265C 0336-CPD-9265C 0336-CPD-9265C 0336-CPD-9265C
Notified Body : 0336 0336 0336 0336
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) BRI NS BR2 NS BR3 NS BR4 NS /SG1 NS
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1(B)1 1(B)1 1(B)1 1(B)1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 5,3 53 52 5,0

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 85/8/8 85/8/8 83/8/8 80/7/7
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 66/6/6 65/6/6 60/6/6 54/6/6
Brussels JL. Batkin
17" of July 2007 Vice-President, Processed Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
Stratobel PC (Bullet resistant)

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL PC, intended to be

used in buildings and construction works, following EN 14449

Stratobel PC characteristics in : 835.800 841.370 869.600

Certificate Number: 0336-CPD-9265C 0336-CPD-9265C 0336-CPD-9265C
Notified Body : 0336 0336 0336
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) BR5 NS/ SG2 NS BR6 NS BR7 NS
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1(B)1 1(B)1 1(B)1
8. Resistance ggamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 4,7 4,5 3,6

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 76/7/7 7477117 58/6/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 46/6/6 43/5/5 25/5/5
Brussels JL. Batkin
17" of July 2007 Vice-President, Processed Glass Division
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AGC

CE Marking of Double Glazing Unit — EN 1279-5
Declaration of performances
Stratobel PC (Bullet resistant) in DGU

AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL PC, intended to be
used in buildings and construction works, following EN 1279-5

Stratobel PC characteristics in : 8481560 8901100

Certificate Number: 0749-CPD-143 0749-CPD-143
Notified Body : 0749 0749
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) BR6 NS BR7 NS
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1B1/1B1 I1B1/1B1
8. Resistance ggamst .sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD
11. Thermal properties:

- Ug-value (EN 673) 2,6 2,3

- Normal emissivity g, (EN 12898) NPD NPD
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 70/13/13 56/11/11
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 42/10/10 26/7/7
Brussels JL. Batkin
17" of July 2007 Vice-President, Processed Glass Division

318




Stratobel — Other products



Declaration of performances

A G c CE Marking of Laminated glass — EN 14449

Stratobel — Other products (level 3)

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel (level 3 products) characteristics in :

. Resistance to fire (EN 13501-2)

. Reaction to fire (EN 13501-1)

. External fire performances

. Bullet resistance (EN 1063)

. Explosion resistance (EN 13541)

. Burglar resistance (EN 356)

. Pendulum body impact resistance (EN 12600)

XA [N [N | (W~

. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 1,/ p, / p'y

13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
08" of November 2007

JL. Batkin
Vice-President, Processed Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances

AG C Stratobel — Other products (level 1)

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel (level 1 products) characteristics in :

Certificate Number:
Notified Body :

0336-CPD-9265C
0336

1. Resistance to fire (EN 13501-2)

. Reaction to fire (EN 13501-1)

. External fire performances

. Bullet resistance (EN 1063)

. Explosion resistance (EN 13541)

. Burglar resistance (EN 356)

. Pendulum body impact resistance (EN 12600)

[e AN Lo N IV, R F - RVS ] | \S]

. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 1,/ p,/ p'y

13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
08" of November 2007

JL. Batkin
Vice-President, Processed Glass Division
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A G c CE Marking of Laminated glass — EN 14449

Declaration of performances
Stratobel — Other products (level 3)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel (level 3 products) characteristics in :

. Resistance to fire (EN 13501-2)

. Reaction to fire (EN 13501-1)

. External fire performances

. Bullet resistance (EN 1063)

. Explosion resistance (EN 13541)

. Burglar resistance (EN 356)

. Pendulum body impact resistance (EN 12600)

XA [N [N | (W~

. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 1,/ p, / p'y

13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances

AG C Stratobel — Other products (level 1)

AGC Flat Glass Europe
Division Raw Glass Products

Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOBEL, intended to be
used in buildings and construction works, following EN 14449

Stratobel (level 1 products) characteristics in :

Certificate Number:
Notified Body :

0749-CPD-143
0749

1. Resistance to fire (EN 13501-2)

. Reaction to fire (EN 13501-1)

. External fire performances

. Bullet resistance (EN 1063)

. Explosion resistance (EN 13541)

. Burglar resistance (EN 356)

. Pendulum body impact resistance (EN 12600)

[e AN Lo N IV, R F - RVS ] | \S]

. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 1,/ p,/ p'y

13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
23" of April 2008

A. Jardinet
Vice-President, Sales & Marketing Raw Glass Division
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Stratophone



AGC

CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratophone clear (33.x, 44.x)

Chaussée de La Hulpe 166 - B 1170 Brussels

AGC Flat Glass Europe
Division Raw Glass Products

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE, intended to be
used in buildings and construction works, following EN 14449

Stratophone characteristics in : 33.1 33.2 44.1 44.2 44.4 44.6

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A P3A-P4A P5A
7. Pendulum body impact resistance (EN 12600) 2B2 1BI 2B2 1BI 1BI 1BI
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35(-1,-3) 36 (0, -3) 37 (-0, -3) 37 (0, -3) 37 (0, -3) NPD
11. Thermal properties:

- U-value (EN 673) 5,7 5,6 5,6 5,6 5,5 5,3

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 89/8/8 89/8/8 88/8/8 88/8/8 88/8/8 88/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 76/7/7 74/7/7 73/717 72/7/7 70/7/7 69/7/7
Brussels A. Jardinet

05" of November 2010

Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances
Stratophone clear (55.x, 66.x, 88.x)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE, intended to be

used in buildings and construction works, following EN 14449

Stratophone characteristics in : 55.1 55.2 66.1 66.2 88.2

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A P1A-P2A
7. Pendulum body impact resistance (EN 12600) 1B1 1B1 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 38 (-1, -3) 39 (-1, -3) 40 (-1, -3) 40 (-1, -3) 41 (-1,-3)
11. Thermal properties:

- U-value (EN 673) 5,6 5,5 5,5 5,4 53

- Normal emissivity g, (EN 12898) 0,89 0,89 0,89 0,89 0,89
12. Light transmission/reflection (EN 410): 1,/ p, / p's 87/8/8 87/8/8 86/8/8 86/8/8 84/8/8
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'e 70/7/7 69/7/17 68/7/17 66/7/7 62/6/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
Declaration of performances

AGC

Stratophone Top N
We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62
Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Top N,
intended to be used in buildings and construction works, following EN 14449
Stratophone Top N characteristics in : 331 TopN | 33.2TopN | 441 Top N | 442 Top N | 66.1 TopN | 66.2 Top N

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35 (-1, -3) 36 (0, -3) 37 (-0, -3) 37 (0, -3) 40 (-1, -3) 40 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,04 0,04 0,04 0,04 0,04 0,04
12. Light transmission/reflection (EN 410): 1,/ p, / p's 86/6/8 86/6/8 85/6/8 85/6/8 84/6/8 83/6/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 60/25/18 | 59/25/17 | 58/25/17 | 58/25/16 | 56/24/15 | 56/24/14
Brussels A. Jardinet
05" of November 2010 Vice-President, Sales & Marketing Raw Glass Division




AGC

Stratophone Top N+

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Top N+,
intended to be used in buildings and construction works, following EN 14449

Stratophone Top N+ characteristics in : 33.1 Top N+ | 33.2 Top N+ | 44.1 Top N+ | 44.2 Top N+ | 66.1 Top N+ | 66.2 Top N+

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35(-1,-3) 36 (0,-3) 37 (-0, -3) 37 (0, -3) 40 (-1, -3) 40 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,03 0,03 0,03 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 86/6/7 86/6/7 85/6/7 85/6/7 83/6/7 83/6/7
13. Solar energy transmission/reflection (EN 410): t./ p./p'e | 55/29/20 54/29/19 53/29/18 53/29/18 50/29/16 50/29/15
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratophone Tri

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Tri, intended
to be used in buildings and construction works, following EN 14449

Stratophone Tri characteristics in : 33.1 Tri 33.2 Tri 44.1 Tri 44.2 Tri 55.2 Tri 66.2 Tri

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35(-1,-3) 36 (0,-3) 37 (-0, -3) 37 (0, -3) 40 (-1, -3) 40 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,07 0,07 0,07 0,07 0,07 0,07
12. Light transmission/reflection (EN 410): 1,/ p./ p'y 87/7/8 87/7/8 86/7/8 86/6/8 84/6/8 84/6/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 66/17/12 65/17/11 64/16/11 63/16/11 60/16/10 59/16/10
Brussels A. Jardinet
05" of November 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratophone I-Top

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE I-TOP,
intended to be used in buildings and construction works, following EN 14449

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Stratophone I-Top characteristics in : 33.11-Top 44.1 I-Top 44.2 I-Top

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 2B2 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35 (-1,-3) 37 (-0, -3) 37(0,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD

- Normal emissivity g, (EN 12898) 0,03 0,03 0,03
12. Light transmission/reflection (EN 410): 1,/ p, / p's 85/6/7 83/6/8 83/6/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 51/32/20 49/32/18 49/32/17
Brussels A. Jardinet
4™ of December 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

Stratophone Top 1.0

CE Marking of Laminated glass — EN 14449
Declaration of performances

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Top 1.0,
intended to be used in buildings and construction works, following EN 14449

Stratophone Top 1.0 characteristics in : 331 Top 1.0 | 33.2Top 1.0 | 441 Top 1.0 | 442 Top 1.0 | 66.1 Top 1.0 | 66.2 Top 1.0

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35(-1,-3) 36 (0,-3) 37 (-0, -3) 37 (0, -3) 40 (-1, -3) 40 (-1, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD NPD

- Normal emissivity &, (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 7, / p,/ p'y 76/15/17 76/15/17 75/15/17 75/15/17 74/14/ 16 74/14/16
13. Solar energy transmission/reflection (EN 410): t./ p./p's | 45/42/30 44/42/29 44 /42 /28 43/42/27 42/42/24 42/42/23
Brussels A. Jardinet
05" of November 2010 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Laminated glass — EN 14449

Declaration of performances
Stratophone Energy N

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Energy N,
intended to be used in buildings and construction works, following EN 14449

Stratophone Energy N characteristics in : 33.1 Energy N | 33.2 Energy N | 44.1 Energy N | 44.2 Energy N | 66.1 Energy N | 66.2 Energy N
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD P1A-P2A NPD P1A-P2A NPD P1A-P2A
7. Pendulum body impact resistance (EN 12600) 2B2 1B1 2B2 1B1 1B1 1B1
8. Resistance ggamst 'sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35 (-1,-3) 36 (0,-3) 37 (-0, -3) 37 (0, -3) 40 (-1,-3) 40 (-1, -3)
11. Thermal properties:
- U-value (EN 673) NPD NPD NPD NPD NPD NPD
- Normal emissivity €, (EN 12898) 0,01 0,01 0,01 0,01 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 78/6/7 77/6/7 77/6/17 77/6/7 75/6/7 75/6/7
13. Solar energy transmission/reflection (EN 410): 1./ pe / p's 42/38/24 42/38/23 41/38/22 41/38/21 39/38/18 39/38/18
Brussels A. Jardinet
05" of November 2010 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Laminated glass — EN 14449
AG ‘ Declaration of performances
Stratophone Light

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named STRATOPHONE Ligth, intended
to be used in buildings and construction works, following EN 14449

Stratophone Light characteristics in : 33.1 Energy N | 44.1 Energy N
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 2B2 2B2
8. Resistance ggamst 'sudden temperature change and NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 35(-1,-3) 37 (-0, -3)
11. Thermal properties:
- U-value (EN 673) NPD NPD
- Normal emissivity g, (EN 12898) 0,01 0,01
12. Light transmission/reflection (EN 410): 1,/ p, / p'v 71/19/21 71/19/21
13. Solar energy transmission/reflection (EN 410): t./ p. / p'e 41/43/29 40/43/26
Brussels A. Jardinet
05" of November 2010 Vice-President, Sales & Marketing Raw Glass Division
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Sunergy



AGC

CE Marking of Coated glass - EN 1096-4
Declaration of performances
Sunergy Clear (annealed)

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY CLEAR, intended to
be used in buildings and construction works, following EN 1096-4

Sunergy Clear characteristics in : 3 mm 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al Al
3. External fire performances NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 29 (-2, -5) 30 (-2, -4) 31 (-2, -3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 69/10/9 69/10/9 68/10/9 67/10/8 66/10/8
13. Solar energy transmission/reflection (EN 410): t./p./p's | 56/10/10 56/10/10 54/10/9 52/10/9 50/10/9
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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AGC

CE Marking of Heat strengthened glass - EN 1863-2
Declaration of performances
Sunergy Clear Heat strengthened

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY CLEAR Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Sunergy Clear Heat strengthened characteristics in : 4 mm 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 7,/ p, / p's 69/10/9 68/10/9 67/10/8 66/10/8
13. Solar energy transmission/reflection (EN 410): 7./ p./p'. | 56/10/10 54/10/9 52/10/9 50/10/9

Brussels
01* of September 2006

JL. Batkin
Vice-President, Processed Glass Division
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AGC

CE Marking of Thermally toughened glass - EN 12150-2
CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances
Sunergy Clear Thermally toughened or Heat soaked thermally toughened

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY CLEAR Thermally

toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Sunergy Clear Thermally toughened or Heat soaked
T 4 mm 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C3 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2, -4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 7,/ p, / p's 69/10/9 68/10/9 67/10/8 66/10/8
13. Solar energy transmission/reflection (EN 410): 1./ p./p'. | 56/10/10 54/10/9 52/10/9 50/10/9

Brussels
01°% of March 2007

JL. Batkin
Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Sunergy Azur (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY AZUR, intended to be
used in buildings and construction works, following EN 1096-4

Sunergy Azur characteristics in : 4 mm 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al Al
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 30 (-2,-4) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 60/10/8 56/10/7 52/9/7 48/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 40/10/7 34/10/6 29/9/6 26/9/6
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2
AG ‘ Declaration of performances

Sunergy Azur Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY AZUR Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Sunergy Azur Heat strengthened characteristics in : 6 mm 8§ mm 10 mm
1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance figamst .sudden temperature change and 100 K 100 K 100 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31 (-2, -3) 32 (-1,-2) 34 (-2,-3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/10/7 52/9/7 48/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 34/10/6 29/9/6 26/9/6
Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Sunergy Azur Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY AZUR Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Sunergy Azur Thermally toughened or Heat soaked
ST 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2) 34 (-2,-3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p'y 56/10/7 52/9/7 48/9/6
13. Solar energy transmission/reflection (EN 410): t./ p./ p'e 34/10/6 29/9/6 26/9/6
Brussels JL. Batkin
01 of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Sunergy Dark Blue (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY Dark blue, intended
to be used in buildings and construction works, following EN 1096-4

Sunergy Dark Blue characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 40/9/6 35/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 26/9/6 21/9/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2

AG ‘ Declaration of performances
Sunergy Dark Blue Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY DARK BLUE Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Sunergy Dark Blue Heat strengthened characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 40/9/6 35/9/6

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 26/9/6 21/9/5

Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Sunergy Dark Blue Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY Dark Blue Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Sunergy Dark Blue Thermally toughened or Heat soaked
s 6 mm 8 mm
thermally toughened characteristics in

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2
8. Resistance ggamst .sudden temperature change and 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32(-1,-2)
11. Thermal properties:

- U-value (EN 673) NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 40/9/6 35/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 26/9/6 21/9/5
Brussels JL. Batkin
01°" of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
Declaration of performances
Sunergy Green (annealed)

AGC

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREEN, intended to
be used in buildings and construction works, following EN 1096-4

Sunergy Green characteristics in : 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance figamst .sudden temperature change and NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31 (-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/10/7 52/9/7 48/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 31/9/6 26/9/6 22/9/5
Brussels A. Jardinet
23" of April 2008 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2

AG ‘ Declaration of performances
Sunergy Green Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREEN Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Sunergy Green Heat strengthened characteristics in : 6 mm 8 mm 10 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31 (-2,-3) 32 (-1,-2) 34 (-2, -3)

11. Thermal properties:

- U-value (EN 673) NPD NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 56/10/7 52/9/7 48/9/6

13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 31/9/6 26/9/6 22/9/5

Brussels JL. Batkin
01% of September 2006 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Sunergy Green Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREEN Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Sunergy Green Thermally toughened or Heat soaked
S 6 mm 8 mm 10 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD NPD
2. Reaction to fire (EN 13501-1) Al Al Al
3. External fire performances NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 1C2 1C1
8. Resistance ggamst .sudden temperature change and 200 K 200 K 200 K
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2) 34 (-2, -3)
11. Thermal properties:

- U-value (EN 673) NPD NPD NPD

- Normal emissivity g, coated side (EN 12898) 0,28 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y 56/10/7 52/9/7 48/9/6
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 31/9/6 26/9/6 22/9/5

Brussels JL. Batkin
01°" of March 2007 Vice-President, Processed Glass Division
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CE Marking of Coated glass - EN 1096-4
AG ‘ Declaration of performances

Sunergy Grey (annealed)

We AGC Flat Glass Europe
Division Raw Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREY, intended to be
used in buildings and construction works, following EN 1096-4

Sunergy Grey characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials NPD NPD

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 34/9/5 26/8/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 30/9/6 24/9/6
Brussels A. Jardinet
17" of June 2009 Vice-President, Sales & Marketing Raw Glass Division
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CE Marking of Heat strengthened glass - EN 1863-2

AG ‘ Declaration of performances
Sunergy Grey Heat strengthened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREY Heat
strengthened, intended to be used in buildings and construction works, following EN 1863-2

Sunergy Grey Heat strengthened characteristics in : 6 mm 8§ mm
1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD
8. Resistance against sudden temperature change and

temperature differentials 100K 100K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32 (-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p, / p's 34/9/5 26/8/5
13. Solar energy transmission/reflection (EN 410): 1./ p./ p'e 30/9/6 24/9/6
Brussels JL. Batkin
17" of June 2009 Vice-President, Processed Glass Division
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CE Marking of Thermally toughened glass - EN 12150-2

CE Marking of Heat soaked Thermally toughened glass - EN 14179-2
Declaration of performances

Sunergy Grey Thermally toughened or Heat soaked thermally toughened

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named SUNERGY GREY Thermally
toughened or Heat soaked thermally toughened, intended to be used in buildings and construction works, following EN 12150-2 / 14179-2

Sunergy Grey Thermally toughened or Heat soaked 8 mm
T 6 mm
thermally toughened characteristics in :

1. Resistance to fire (EN 13501-2) NPD NPD
2. Reaction to fire (EN 13501-1) Al Al
3. External fire performances NPD NPD
4. Bullet resistance (EN 1063) NPD NPD
5. Explosion resistance (EN 13541) NPD NPD
6. Burglar resistance (EN 356) NPD NPD
7. Pendulum body impact resistance (EN 12600) 1C2 NPD
8. Resistance against sudden temperature change and

temperature differentials 200K 200K

9. Wind, snow, permanent and imposed load resistance NPD NPD

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) 31(-2,-3) 32(-1,-2)

11. Thermal properties:

- U-value (EN 673) NPD NPD
- Normal emissivity g, coated side (EN 12898) 0,28 0,28
12. Light transmission/reflection (EN 410): 1,/ p./ p'v 34/9/5 26/8/5

13. Solar energy transmission/reflection (EN 410): 7./ p. / p'e 30/9/6 24/9/6

Brussels JL. Batkin
17" of June 2009 Vice-President, Processed Glass Division
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Thermally toughened glass for
Shower enclosure



AGC

CE Marking of Thermally toughened glass for Shower enclosure
EN 14428

Planibel Thermally toughened for shower enclosure

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62
Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named PLANIBEL Thermally
toughened, intended to be used in Shower enclosure, following EN 14428

Planibel Thermally toughened characteristics in : 3 mm | 4 mm | 5 mm | 6 mm | 8§ mm
Cleanability Pass
Impact resistance / Shatter properties Pass
Durability Pass
Brussels JL. Batkin
04" of December 2008 Vice-President, Processed Glass Division
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Thermobel



Declaration of performances

A G C CE Marking of Insulating glass unit - EN 1279-5

Thermobel (level 3 products)

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named THERMOBEL, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel (level 3 products) characteristics in :

1. Resistance to fire (EN 13501-2)

2. Reaction to fire (EN 13501-1)

3. External fire performances

4. Bullet resistance (EN 1063)

5. Explosion resistance (EN 13541)

6. Burglar resistance (EN 356)

7. Pendulum body impact resistance (EN 12600)

8. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 7,/ p, / p'y

13. Solar energy transmission/reflection (EN 410): 1./ p. / p'.

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
09" of March 2007

JL. Batkin
Vice-President, Processed Glass Division
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AGC

CE Marking of Insulating glass unit - EN 1279-5
Declaration of performances
Thermobel (level 1 products)

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32-(0)2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named THERMOBEL, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel (level 1 products) characteristics in :

Certificate Number:
Notified Body :

0749-CPD-143
0749

1. Resistance to fire (EN 13501-2)

. Reaction to fire (EN 13501-1)

. External fire performances

. Bullet resistance (EN 1063)

. Explosion resistance (EN 13541)

. Burglar resistance (EN 356)

. Pendulum body impact resistance (EN 12600)

[c AN N IV, R F S OS] § 'S}

. Resistance against sudden temperature change and
temperature differentials

9. Wind, snow, permanent and imposed load resistance

10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr)

11. Thermal properties: U-value (EN 673)

12. Light transmission/reflection (EN 410): 1,/ p, / p's

13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e

For 13 characteristics, see
www.YourGlass.com\ce

Brussels
09" of March 2007

JL. Batkin
Vice-President, Processed Glass Division
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Thermobel VIP



AGC

Thermobel VIP

CE Marking of Insulating glass unit - EN 1279-5
Declaration of performances

AGC Flat Glass Europe

Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels

Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Thermobel VIP, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel VIP characteristics in : 4-16-4 4-20-4 4-22-4 6-16-4 6-20-4 6-22-4
(VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm) | (VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm)
1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD NPD
11. Thermal properties:
- U-value (EN 674) 04 0,3 0,3 0,4 0,3 0,3
12. Light transmission/reflection (EN 410): 17,/ p, / p's NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): ./ p. / p'e NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
08" of April 2010 Vice-President, Processed Glass Division

356




CE Marking of Insulating glass unit - EN 1279-5
AG ‘ Declaration of performances
Thermobel VIP

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Thermobel VIP, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel VIP characteristics in : 6-16-6 6-20-6 6-22-6 6-42-6
(VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm) | (VIP 40 mm)

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD 35 (-1,-3) NPD
11. Thermal properties:

- U-value (EN 674) 0.4 0.3 0.3 0.15
12. Light transmission/reflection (EN 410): 1,/ p,/ p'y NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ p. / p'. NPD NPD NPD NPD
Brussels JL. Batkin
08" of April 2010 Vice-President, Processed Glass Division
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CE Marking of Insulating glass unit - EN 1279-5
AG ‘ Declaration of performances
Thermobel VIP

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: +32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Thermobel VIP, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel VIP characteristics in : 4-16-4* 4-20-4* 4-22-4% 6-16-4* 6-20-4* 6-22-4*
(VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm) | (VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm)

* glass glued with a steel plate of 0,75 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD 38 (-2,-5)
11. Thermal properties:

- U-value (EN 674) 04 0,3 0,3 04 0,3 0,3
12. Light transmission/reflection (EN 410): 1,/ p, / p'y NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
08™ of April 2010 Vice-President, Processed Glass Division
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CE Marking of Insulating glass unit - EN 1279-5
AG ‘ Declaration of performances
Thermobel VIP

We AGC Flat Glass Europe
Division Processed Glass Products
Chaussée de La Hulpe 166 - B 1170 Brussels
Tel.: + 32 - (0) 2 674.31.11 - Fax: + 32 - (0) 2 674.44.62

Declare, under his sole responsibility, the following characteristics for the CE Marking of the glass products named Thermobel VIP, intended to be
used in buildings and construction works, following EN 1279-5

Thermobel VIP characteristics in : 4*-16-4* 4*-20-4* 4%-22-4* 6-16-6** 6-20-6** 6-22-6%*
(VIP 14 mm) | (VIP 18 mm) | (VIP 20 mm) | (VIP 14 mm) | (VIP 16 mm) | (VIP 14 mm)

* glass glued with a steel plate of 0,75 mm / ** glass glued with a steel plate of 2 mm

1. Resistance to fire (EN 13501-2) NPD NPD NPD NPD NPD NPD
2. Reaction to fire (EN 13501-1) NPD NPD NPD NPD NPD NPD
3. External fire performances NPD NPD NPD NPD NPD NPD
4. Bullet resistance (EN 1063) NPD NPD NPD NPD NPD NPD
5. Explosion resistance (EN 13541) NPD NPD NPD NPD NPD NPD
6. Burglar resistance (EN 356) NPD NPD NPD NPD NPD NPD
7. Pendulum body impact resistance (EN 12600) NPD NPD NPD NPD NPD NPD
8. Resistance ggamst .sudden temperature change and NPD NPD NPD NPD NPD NPD
temperature differentials
9. Wind, snow, permanent and imposed load resistance NPD NPD NPD NPD NPD NPD
10. Direct airborne sound reduction (EN 12758): Rw (C, Ctr) NPD NPD NPD NPD NPD 42 (-2,-5)
11. Thermal properties:

- U-value (EN 674 04 0,3 0,3 04 0,3 0,3
12. Light transmission/reflection (EN 410): 1,/ p, / p'y NPD NPD NPD NPD NPD NPD
13. Solar energy transmission/reflection (EN 410): 1./ pe / p'e NPD NPD NPD NPD NPD NPD
Brussels JL. Batkin
08™ of April 2010 Vice-President, Processed Glass Division
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Translations
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English = CeStina

CE Marking

CE znaceni

Characteristics

Vlastnosti

Resistance to fire

Odolnost proti pozaru

Reaction to fire

Reakce na pozar

External fire performance

\lastnosti pfi konfrontaci s pozarem

Bullet resistance

Odolnost proti prustrelu

Explosion resistance

Odolnost proti explozi

Burglar resistance

Odolnost proti vioupani

Pendulum body impact resistance

Odolnost proti narazu vyvolaného lidskym télem

Resistance against sudden temperature changes and temperature differentials

Odolnost proti nahlym zménam teplot a teplotnim rozdilim

Wind, snow, permanent and imposed load resistance

Odolnost proti zatézi-vitr, snih- trvalému a uzitnému zatizeni

Direct airborne sound insulation

Izolace proti pfimému hluku z letecké dopravy

Thermal properties

Termické vlastnosti

Emissivity

Emisivita

U-value

Koeficient U

Radiation properties

Vlastnosti zareni

Light transmission

Prostup svétla

Light teflection

Svételna reflexe

Solar energy transmission

Propustnost slune¢niho zareni

Solar energy reflection

Reflexe sluneéniho zareni

Basic soda lime silicate float glass

Zakladni sodnovapenatokiemicité float sklo

Basic soda lime silicate patterned glass

Zakladni sodnovapenatokiemicité ornamentni sklo

Basic soda lime silicate wired patterned glass

Zakladni sodnovapenatokiemicité ornamentni sklo s draténou vlozkou

Coated glass

Sklo s povlakem

Thermally toughened or Heat soaked thermally toughened soda lime silicate safety
glass

Tepelné tvrzené sodnovapenatokiemicité bezpecnostni sklo

Heat soaked Thermally toughened or Heat soaked thermally toughened soda lime
silicate safety glass

Sodnovapenatokiemicité bezpecnostni tvrzené sklo- s HST

Heat strengthened soda lime silicate glass

Tepelné zpevnéné sodnovapenatokiemicité sklo

Insulating glass units

Izolaéni skla

Laminated glass and laminated safety glass

\rstvena skla a vrstvena bezpecnostni skla

Fire resistant glass

Protipozarni sklo
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English &> Dansk

CE Marking

CE maerkning

Characteristics

Karakteristik

Resistance to fire

Modstand mod brand

Reaction to fire

Reaktion ved brand

External fire performance

Ekstern brandmodstand

Bullet resistance

Modstand mod skud

Explosion resistance

Modstand mod eksplosion

Burglar resistance

Modstand mod indbrud

Pendulum body impact resistance

Pendultest (personsikkerhed)

Resistance against sudden temperature changes and temperature differentials

Modstand mod pludselige temperatursvingninger og temperaturgradienter

Wind, snow, permanent and imposed load resistance

Vind-, sne- og langtidslast

Direct airborne sound insulation

Direkte luftbaren Lydreduktion

Thermal properties

Varmeisolering

Emissivity

Emissivitet

U-value

U-veerdi

Radiation properties

Stralingsegenskaber

Light transmission

Sollystransmittans

Light reflection

Sollysreflektans

Solar energy transmission

Solenergitransmittans

Solar energy reflection

Solenergireflektans

Basic soda lime silicate float glass

Kalk-soda-silikat floatglas

Basic soda lime silicate patterned glass

Kalk-soda-silikat ornament glas

Basic soda lime silicate wired patterned glass

Kalk-soda-silikat ornament tradglas

Coated glass

Belagt glas

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Termisk heerdet glas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Heat soaked termisk heaerdet kalk-soda-silikat glas

Heat strengthened soda lime silicate glass

Varmeforstaerket glas

Insulating glass units Termoruder
Laminated glass and laminated safety glass Lamineret glas og lamineret sikkerhedsglas
Fire resistant glass Brandbeskyttende glas
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English = Deutsch

CE Marking

CE Kennzeichnung

Characteristics

Eigenschaften

Resistance to fire Feuerwiderstand

Reaction to fire Brandverhalten

External fire performance Verhalten bei Beanspruchungdurch Feuer von aufien
Bullet resistance Durchschusshemmung

Explosion resistance

Sprengwirkungshemmung

Burglar resistance

Einbruchhemmung

Pendulum body impact resistance

Pendelschlagwiderstand

Resistance against sudden temperature changes and temperature differentials

Bestandigkeit gegen plotzlicheTemperaturwechsel und Temperaturunterschiede

Wind, snow, permanent and imposed load resistance

Bestandigkeit gegen plotzlicheTemperaturwechsel und Temperaturunterschiede

Direct airborne sound insulation

Direkte Luftschalldammung

Thermal properties

Thermische Eigenschaften

Emissivity

Emissivitat

U-value

U-Wert

Radiation properties

Strahlungsphysikalische Eigenschaften

Light transmission

Lichttransmission

Light reflection

Lichtreflexion

Solar energy transmission

Energietransmission

Solar energy reflection

Energiereflexion

Basic soda lime silicate float glass

Gefloatetes Natronkalk-Silicatglas

Basic soda lime silicate patterned glass

Ornamentglas aus Natronkalk-Silicatglas

Basic soda lime silicate wired patterned glass

Drahtornamentglas aus Natronkalk-Silicatglas

Coated glass

Beschichtetes Glas

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Thermisch vorgespanntes Kalknatron-Einscheibensicherheitsglas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

HeilRgelagertes thermisch vorgespanntes Kalknatron-Einscheibensicherheitsglas

Heat strengthened soda lime silicate glass

Teilvorgespanntes Kalknatronglas

Insulating glass units

Isolierglas

Laminated glass and laminated safety glass

\Verbundglas und Verbundsicherheitsglas

Fire resistant glass

Feuerbestandiges Glas
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English = eesti keel

CE Marking CE maérgistus
Characteristics Omadused

Resistance to fire Tulekindlus

Reaction to fire Pdlevus

External fire performance Vastupidavus valisele tulele
Bullet resistance Kuulikindlus

Explosion resistance

Plahvatuskindlus

Burglar resistance

Vandalismikindlus

Pendulum body impact resistance

Vastupidavus pehme keha I66gile (pendeltest)

Resistance against sudden temperature changes and temperature differentials

Vastupidavus jarskudele temperatuurimuutustele ja temperatuuri
erinevustele

Wind, snow, permanent and imposed load resistance

\astupidavus tuule-, lume-, pisi- ja kasuskoormusele

Direct airborne sound insulation

Otsene 6huheli isolatsioon

Thermal properties

Soojuslikud omadused

Emissivity

Emissiivsus

U-value

U-vaartus

Radiation properties

Kiirguslikud omadused

Light transmission

\Valguse labivus

Light reflection

\Valguse peegeldus

Solar energy transmission

Paikeseenergia labivus

Solar energy reflection

Paikeseenergia peegeldus

Basic soda lime silicate float glass

Lubi-liiv-floatklaas

Basic soda lime silicate patterned glass

Lubi-liiv-ornamentklaas

Basic soda lime silicate wired patterned glass

Sarrustatud Lubi-liiv-ornamentklaas

Coated glass

Pindkattega klaas

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Termiliselt karastatud lubi-liiv-turvaklaas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Heat soaked termiliselt karastatud lubi-liiv-turvaklaas

Heat strengthened soda lime silicate glass

Termiliselt tugevdatud lubiliivklaas

Insulating glass units

Klaaspakett

Laminated glass and laminated safety glass

Lamineeritud klaas ja lamineeritud turvaklaas

Fire resistant glass

Tuletdkkeklaas
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English 2 gAAnvika

CE Marking

Znuo CE

Characteristics

Xapaktnpiotika

Resistance to fire

IAVTGTOGT OTNV dOTLOL

Reaction to fire

IAvTidpaon otV ot

External fire performance

[Emidoon e eEmtepikn dwTio

Bullet resistance

IAVTIGTOON GE GhoLpaL

Explosion resistance

IAvTioTO.oN € EKPNEN

Burglar resistance

IAvtictaon og dlappnén

Pendulum body impact resistance

IAVTIOTAON G€ KPOLGT EKKPERMV OLVTIKELUEVMV

Resistance against sudden temperature changes and temperature differentials

IAvtiotoon kota Eadvikev adlaymv Oepprokpacioc kot dtahpopmv Oeprokpociov

Wind, snow, permanent and imposed load resistance

Moviun Kot entBoAAOUEVN OVTIGTOGT GE AVELOTLEGT KOl TLEGT] YL LOVIOV

Direct airborne sound insulation

Movwon kata angvbelog aepoustodepopevov Bopvouv

Thermal properties

Oepuikeg 1810TNTEG

Emissivity

[Exmopnn

U-value

>UVTELEGTNG DEPULOOy®YLHOTNTOG

Radiation properties

[Stotnteg axtivoBoAtog

Light transmission

Metadoon dmTmg

Light reflection

IAVTAVOKAOGT dmTMG

Solar energy transmission

IMeTad0GM NALOKNG EVEPYELOLG

Solar energy reflection

IAVTAVOKAOGT NALOKNG EVEPYELOG

Basic soda lime silicate float glass

Baoiko yooit 6odag

Basic soda lime silicate patterned glass

Bo.o1ko eKTUTOUEVO YLAAL GOdOG (SLopaVTE)

Basic soda lime silicate wired patterned glass

Bo.o1ko EKTUTOUEVO YVOAL GOJOG LLE GUPLOL

Coated glass

Eniotpopevog volomivokog

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Oepuiko CKANPMUEVO PAGIKO YLOAL GOJAS AGHPAAELOG

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

BePULKOL EUTOTIGUEVOL GKANPNUEVOL BOGLKOL YVOALOL COJOS OLTPAAELAG

Heat strengthened soda lime silicate glass

OepUiko EVIGYLUEVO Paciko yoait Godag

Insulating glass units

ALTAO1 LOVOTIKOL VAAOTILVOKEG

Laminated glass and laminated safety glass

ACULVOPLGUEVOG LOAOTLVOKOG KOl AQLULVOPIGUEVOS LOLAOTILVOKOG OLGPOAELOG

Fire resistant glass

[TupavToyY0G LOLOTVOKOG
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English = espaiiol

CE Marking

Marcado CE

Characteristics

Caracteristicas

Resistance to fire

Resistencia al fuego

Reaction to fire

Reaccion al fuego

External fire performance

Prestaciones de comportamiento frente a fuego exterior

Bullet resistance

Resistencia a las balas

Explosion resistance

Resistencia a las explosiones

Burglar resistance

Resistencia a la agresion

Pendulum body impact resistance

Resistencia al impacto de cuerpo pendular

Resistance against sudden temperature changes and temperature differentials

Resistencia a variaciones bruscos de temperatura y a temperaturas diferenciales

Wind, snow, permanent and imposed load resistance

Reistencia a las cargas de viento y nieve, y a las cargas permanentes e impuestas

Direct airborne sound insulation

Aislamiento al ruido aereo directo

Thermal properties

Propiedades térmicas

Emissivity

Emisividad

U-value

Valor U

Radiation properties

Propiedades ante la radiacion

Light transmission

Transmision luminosa

Light reflection

Reflexion luminosa

Solar energy transmission

Transmision de la energia solar

Solar energy reflection

Reflexion de la energia solar

Basic soda lime silicate float glass

Vidrio flotado de base silicato sodo-calcico

Basic soda lime silicate patterned glass

Vidrio impreso de base silicato sodo-célcico

Basic soda lime silicate wired patterned glass

Vidrio impreso armado de base silicato sodo-calcico

Coated glass

\/idrio de capa

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Vidrio de silicato sodo-célcico de seguridad templado térmicamente

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Vidrio de silicato sodo-calcico de seguridad templado y con tratamiento Heat Soak

Heat strengthened soda lime silicate glass

Vidrio de silicato sodo-célcico de seguridad termoendurecido

Insulating glass units

Unidad de vidrio aislante

Laminated glass and laminated safety glass

\idrio laminado y vidrio laminado de seguridad

Fire resistant glass

Vidrio resistente al fuego
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English = francais

CE Marking

Marquage CE

Characteristics

Caractéristiques

Resistance to fire

Résistance au feu

Reaction to fire

Réaction au feu

External fire performance

Performances de comportement vis-a-vis d'un feu extérieur

Bullet resistance

Résistance aux balles

Explosion resistance

Résistances aux explosions

Burglar resistance

Résistance aux effractions

Pendulum body impact resistance

Résistance a l'impact d'un pendule

Resistance against sudden temperature changes and temperature differentials

Résistances aux variations brutales de température et aux températures différentielles

Wind, snow, permanent and imposed load resistance

Résistance aux charges dues au vent et a la neige, aux charges permanentes et imposées

Direct airborne sound insulation

Isolation au bruit aérien direct

Thermal properties

Propriétés thermiques

Emissivity

Emissivité

U-value

Coefficient U

Radiation properties

Propriétés de rayonnement

Light transmission

Transmission lumineuse

Light reflection

Réflexion lumineuse

Solar energy transmission

Transmission du rayonnement solaire

Solar energy reflection

Reflexion du rayonnement solaire

Basic soda lime silicate float glass

Verre float de silicate sodo-calcique de base

Basic soda lime silicate patterned glass

Verre imprimé de silicate sodo-calcique de base

Basic soda lime silicate wired patterned glass

VVerre imprimé armé de silicate sodo-calcique de base

Coated glass

Verre a couche

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Verre de silicate sodo-calcique de sécurité trempé thermiquement

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Verre de silicate sodo-calcique de sécurité trempé et traité Heat Soak

Heat strengthened soda lime silicate glass

Verre de silicate sodo-calcique durci thermiquement

Insulating glass units

Vitrage isolant préfabriqué scellé

Laminated glass and laminated safety glass

Verre feuilleté et verre feuilleté de sécurité

Fire resistant glass

Verre résistant au feu
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English - Italiano

CE Marking

Marcatura CE

Characteristics

Caratteristiche

Resistance to fire

Resistenza al fuoco

Reaction to fire

Reazione al fuoco

External fire performance

Resistenza al fuoco proveniente dall’esterno

Bullet resistance

Resistenza ai proiettile

Explosion resistance

Resistenza all' esplosione

Burglar resistance

Resistenza agli attacchi manuali

Pendulum body impact resistance

Resistenza agli urti (Prova del pendolo)

Resistance against sudden temperature changes and temperature differentials

Resistenza agli sbalzi improvvisi di temperatura e alle differenze di
temperatura

Wind, snow, permanent and imposed load resistance

Resistenza a carichi di vento, neve e ai carichi permanti

Direct airborne sound insulation

Isolamento al rumore aereo diretto

Thermal properties

Proprieta termiche

Emissivity

Emissivita

U-value

\Valore U

Radiation properties

Proprieta di irraggiamento

Light transmission

Trasmissione luminosa

Light reflection

Riflessione luminosa

Solar energy transmission

Trasmissione energetica diretta

Solar energy reflection

Riflessione energetica

Basic soda lime silicate float glass

Prodotti di base di vetro di silicato sodo-calcico Vetro float

Basic soda lime silicate patterned glass

Prodotti di base di vetro di silicato sodo-calcico Vetro stampato

Basic soda lime silicate wired patterned glass

Prodotti di base di vetro di silicato sodo-calcico Vetro stampato armato

Coated glass

Vetri rivestiti

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

\etro di silicato sodo-calcico di sicurezza temprato termicamente

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Vetro di silicato sodo-calcico di sicurezza temprato e trattato Heat Soak

Heat strengthened soda lime silicate glass

Vetro di silicato sodo-calcico di indurito termicamente

Insulating glass units

\Vetrate isolanti

Laminated glass and laminated safety glass

Vetro stratificato e vetro stratificato di sicurezza

Fire resistant glass

Vetro resistente al fuoco
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English = latvieSu valoda

CE Marking

Eiropas Padomes(EP) Markéjums

Characteristics

Raksturigas ipasibas

Resistance to fire

Ugunsizturigs

Reaction to fire

Reagé ar uguni

External fire performance

Argjas uguns veiktspéja(izolacijas spéja)

Bullet resistance

LoZu necaurlaidigs

Explosion resistance

Izturigs pret eksploziju

Burglar resistance

Izturigs pret ielauSsanos un huliganismu

Pendulum body impact resistance

Izturigs pret kritoSu kermenu triecienu

Resistance against sudden temperature changes and temperature differentials

Izturigs pret krasam temperatiras svarstibam un temperatiras atSkirtbam

Wind, snow, permanent and imposed load resistance

Iztur véja, sniega, pastavigas un Tslaicigas(pekSnas) slodzes.

Direct airborne sound insulation

TieSu aviacijas trokSnu izolacija

Thermal properties

Termiskas Tpasibas

Emissivity

Caurstarojums

U-value

Siltumcaurlaidibas koeficienta U vértiba.

Radiation properties

Starojuma Tpasibas

Light transmission

Gaismas caurlaidiba

Light teflection

Gaismas atstaro$ana

Solar energy transmission

Saules energijas caurlaidiba

Solar energy reflection

Saules energijas atstaroSana

Basic soda lime silicate float glass

Natrija-kalcija silikatu float stikls

Basic soda lime silicate patterned glass

Natrija-kalcija silikatu dekorativais stikls

Basic soda lime silicate wired patterned glass

Natrija-kalcija silikatu dekorativais stikls ar stiegrojumu

Coated glass

Parklats stikls

Thermally toughened or Heat soaked thermally toughened soda lime silicate safety glass|Termiski ridits natrija-kalcija silikatu droSibas stikls

Heat soaked Thermally toughened or Heat soaked thermally toughened soda lime
silicate safety glass

Karstuma testéts (Heat-Soak test) termiski ridits natrija-kalcija silikatu droSibas stikls

Heat strengthened soda lime silicate glass

Termiski stiprinats natrija-kalcija silikatu droSibas stikls

Insulating glass units

Stikla pakete

Laminated glass and laminated safety glass

Laminéts stikls un laminéts aizsargstikls

Fire resistant glass

Ugunsizturigs stikls
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English > lietuviu kalba

CE Marking

CE zymejimas

Characteristics

Charakteristikos

Resistance to fire

Atsparumas ugniai

Reaction to fire

Saveika su ugnimi

External fire performance

ISorinés ugnies charakteristikos

Bullet resistance

Atsparumas Saviams

Explosion resistance

Atsparumas sprogimams

Burglar resistance

Atsparumas jsilauzimams

Pendulum body impact resistance

Atsparumas kintan¢iam kuny, poveikiui

Resistance against sudden temperature changes and temperature differentials

Atsparumas staigiam temperattry pasikeitimui ir temperattry skirtumams

Wind, snow, permanent and imposed load resistance

Atsparumas véjo, shiego, pastovioms ir staigioms apkrovoms

Direct airborne sound insulation

Oru sklindancio garso izoliacija

Thermal properties

Siluminés savybés

Emissivity

Emisija

U-value

U-reikSmé, Siluminio pralaidumo koeficientas

Radiation properties

Radiacinés savybés

Light transmission

Sviesos pralaidumas

Light reflection

Sviesos atspindéjimas

Solar energy transmission

Saulés energijos perdavimas

Solar energy reflection

Saulés energijos atspindéjimas

Basic soda lime silicate float glass

Ploksc¢ias kalcio natrio silikatinis stiklas

Basic soda lime silicate patterned glass

Rastuotas kalcio natrio silikatinis stiklas

Basic soda lime silicate wired patterned glass

Armuotas rastuotas kalcio natrio silikatinis stiklas

Coated glass

Stiklas su danga

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

TermiSkai gradintas kalcio natrio silikatinis stiklas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Termiskai gradintas ir karS¢iu (HST) testuotas sagus kalcio natrio silikatinis stiklas

Heat strengthened soda lime silicate glass

Karsc€iu sustiprintas kalcio natrio silikatinis stiklas

Insulating glass units

Stiklo paketas

Laminated glass and laminated safety glass

Laminuotas stiklas ir saugus laminuotas stiklas

Fire resistant glass

Ugniai atsparus stiklas

370




English > Magyar

CE Marking CE-jelolés
Characteristics tulajdonsagok
Resistance to fire tlizallosag

Reaction to fire eéghetbség

External fire performance jellemz8k kultéri tiz esetén
Bullet resistance golydallésag

Explosion resistance

robbanas-ellenallas

Burglar resistance

betorés- ellenallas

Pendulum body impact resistance

ingautés-ellenas

Resistance against sudden temperature changes and temperature differentials

ellenallas a hirtelen hémérsékletvaltozasnak és nagy mértéki hémérésklet kilonbségnek

Wind, snow, permanent and imposed load resistance

szél, ho, folytonos és rahelyezett teherbiras

Direct airborne sound insulation

direkt léghanggatlas

Thermal properties

thermikus tulajdonsagok

Emissivity emisszivitas
U-value U-értek
Radiation properties sugarzas

Light transmission fényateresztés

Light teflection

fényvisszaverés

Solar energy transmission

energia ateresztés

Solar energy reflection

energia visszaverés

g-value g-érték

Basic soda lime silicate float glass float Gveg
Basic soda lime silicate patterned glass katedral Uveg
Basic soda lime silicate wired patterned glass drot Gveg

Coated glass

bevonatos lveg

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

edzett lveg

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

"heat-soak" teszttel edzett biztonsagi tiveg

Heat strengthened soda lime silicate glass

el6feszitett Uveg

Insulating glass units

hészigeteld lveg

Laminated glass and laminated safety glass

ragasztott és ragasztott biztonsagi tiveg

Fire resistant glass

t(izallo Uveg
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English > Nederlands

CE Marking

CE markering

Characteristics

Karakteristieken

Resistance to fire

Brandwering

Reaction to fire

Reactie op brand

External fire performance

Gedrag ten opzichte van uitwendige vuurhaard

Bullet resistance

Kogelwering

Explosion resistance

Explosiewering

Burglar resistance

Inbraakwering

Pendulum body impact resistance

Slingerproefweerstand

Resistance against sudden temperature changes and temperature differentials

Weerstand tegen plotse temperatuursverandering en temperatuursverschillen

Wind, snow, permanent and imposed load resistance

Weerstand tegen wind-, sneeuw- en permanente belasting

Direct airborne sound insulation

Directe luchtgeluidisolatie

Thermal properties

Thermische eigenschappen

Emissivity

Emissiviteit

U-value

U-waarde

Radiation properties

Stralingseigenschappen

Light transmission

Lichttransmissie

Light reflection Lichtreflectie
Solar energy transmission Zontoetreding
Solar energy reflection Zonreflectie

Basic soda lime silicate float glass

Basisnatronkalk floatglas

Basic soda lime silicate patterned glass

Basisnatronkalk figuurglas

Basic soda lime silicate wired patterned glass

Basisnatronkalk figuurdraadglas

Coated glass

Gecoat glas

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Thermisch gehard natronkalkveiligheidsglas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Thermisch gehard natronkalk veiligheidsglas met heat soak test

Heat strengthened soda lime silicate glass

Thermisch versterkt natronkalkglas

Insulating glass units

Isolerend dubbel glas (IDG)

Laminated glass and laminated safety glass

Gelaagd glas en gelaagd veiligheidsglas

Fire resistant glass

Brandwerend glas
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English > Norks

CE Marking CE merking
Characteristics Betegnende
Resistance to fire Brannhemmende

Reaction to fire

Reaksjon mot brann

External fire performance

Ekstern brannmotstand

Bullet resistance Skuddhemmende
Explosion resistance Eksplosjonshemmende
Burglar resistance Innbruddshemmende

Pendulum body impact resistance

Pendultest(personsikkerhet)

Resistance against sudden temperature changes and temperature differentials

Motstand mot plutselige tempratursvingninger og tempraturforskijeller

Wind, snow, permanent and imposed load resistance

Vind-,Sng- og varig ilagt belastningsmotstand

Direct airborne sound insulation

Direkte luftbaren lydisolasjon

Thermal properties

Isoleringsegenskaper

Emissivity

Emissivitet

U-value

U-Verdi

Radiation properties

Stralingsegenskaper

Light transmission

Sollys transmisjon

Light reflection

Sollys refleksjon

Solar energy transmission

Solenergi transmisjon

Solar energy reflection

Solenergi refleksjon

Basic soda lime silicate float glass

Kalk-soda-silikat floatglass

Basic soda lime silicate patterned glass

Kalk-soda-silikat ornament glass

Basic soda lime silicate wired patterned glass

Kalk-soda-silikat ornament tradglass

Coated glass

Belagt glass

Thermally toughened or Heat soaked thermally toughened soda lime silicate safety
glass

Termisk herdet glass

Heat soaked Thermally toughened or Heat soaked thermally toughened soda lime
silicate safety glass

Heat soaked termisk herdet kalk-soda-silikat glass

Heat strengthened soda lime silicate glass

Varmeforsterket glass

Insulating glass units

Isoler glass

Laminated glass and laminated safety glass

Laminert glass og laminert sikkerhetsglass

Fire resistant glass

Brannbeskyttende glass
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English = polski

CE Marking

Oznakowanie CE

Characteristics

Wlasciwosci

Resistance to fire

Odpornos¢ na ogien

Reaction to fire

Reakcja na ogien

External fire performance

Zachowanie w przypadku pozaru

Bullet resistance

Odpornosc¢ na uderzenie pocisku

Explosion resistance

Odpornos¢ na site eksplozji

Burglar resistance

Odpornosc¢ na wkamanie

Pendulum body impact resistance

Odpornosc¢ na uderzenie wahadtem

Resistance against sudden temperature changes and temperature differentials |Odpoprnos¢ na nagte zmiany temperatury oraz réznice temperatur

Wind, snow, permanent and imposed load resistance

Odpornos¢ na site wiatru, napor sniegu oraz state i przytozone obcigzenia

Direct airborne sound insulation

Izolacja akustyczna

Thermal properties

\Witasciwosci termiczne

Emissivity

Emisyjnos¢

U-value

Wspotczynnik U

Radiation properties

\Wtasciwosci w zakresie promieniowania

Light transmission

Przepuszczalnos$¢ Swiatta

Light reflection

Odbicie swiatta

Solar energy transmission

Przepuszczalnos$¢ energii promieniowania stonecznego

Solar energy reflection

Odbicie energii promieniowania stonecznego

Basic soda lime silicate float glass

Podstawowe wyroby ze szkfa float sodowo-wapniowo-krzemianowego

Basic soda lime silicate patterned glass

Podstawowe wyroby ze szkta wzorzystego walcowanego sodowo-wapniowo-krzemianowego

Basic soda lime silicate wired patterned glass

Podstawowe wyroby ze szkta wzorzystego zbrojonego sodowo-wapniowo-krzemianowego

Coated glass

Szkto powlekane

Thermally toughened or Heat soaked thermally toughened soda lime
silicate safety glass

Termicznie hartowane bezpieczne szkto sodowo-wapniowo-krzemianowe

Heat soaked Thermally toughened or Heat soaked thermally toughened
soda lime silicate safety glass

Wygrzewane termicznie hartowane bezpieczne szkto sodowo-wapniowo-krzemianowe

Heat strengthened soda lime silicate glass

Cieplnie wzmocnione szkto sodowo-wapniowo-krzemianowe

Insulating glass units

Szyby zespolone izolacyjne

Laminated glass and laminated safety glass

Szkto warstwowe i bezpieczne szkto warstwowe

Fire resistant glass

Szkto ognioodporne
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English = sloven¢ina

CE Marking

Oznacenie CE

Characteristics

Vlastnosti

Resistance to fire

Odolnost vocéi ohriu

Reaction to fire

Reakcia na ohen

External fire performance

Spravanie sa voli vonkajSiemu ohriu

Bullet resistance

Nepriestrelnost

Explosion resistance

Odolnost voci vybuchu

Burglar resistance

Odolnost voéi viamaniu

Pendulum body impact resistance

Odolnost voc¢i narazu kyvadla

Resistance against sudden temperature changes and temperature differentials

Odolnost voci nahlym teplotnym zmenam a teplotnym rozdielom

Wind, snow, permanent and imposed load resistance

Odolnost vodi vetru, snehu a trvalému a nahodilému zatazeniu

Direct airborne sound insulation

Priama vzduchova nepriezvuénost

Thermal properties

Tepelné vlastnosti

Emissivity

Emisivita

U-value

K-hodnota

Radiation properties

Vlastnosti ohfadom Ziarenia

Light transmission

Prestup svetla

Light reflection

Odraz svetla

Solar energy transmission

Prestup sIne€ného ziarenia

Solar energy reflection

Odraz slne¢ného Ziarenia

Basic soda lime silicate float glass

Zakladné plavené sodnovapenatokremicité sklo

Basic soda lime silicate patterned glass

Zakladné sodnovapenatokremicité vzorované sklo

Basic soda lime silicate wired patterned glass

Zakladné sodnovapenatokremicité vzorované sklo s drétenou vlozkou

Coated glass

Sklo s povlakom

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Tepelne tvrdené sodnovapenatokremicité bezpeénostné sklo

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Prehrievané tepelne tvrdené sodnovapenatokremicité bezpecnostné sklo

Heat strengthened soda lime silicate glass

Tepelne spevnené sodnovapenatokremicité sklo

Insulating glass units

Jednotky izolacného skla

Laminated glass and laminated safety glass

Laminované sklo a laminované bezpecnostné sklo

Fire resistant glass

Protipoziarne sklo
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English = slovens¢ina

CE Marking CE oznacevanje
Characteristics Lastnosti
Resistance to fire Ognjeeodpornost

Reaction to fire

Obnasanje med poZzarom

External fire performance

Obnasanje med zunanjim pozarom

Bullet resistance

Odpornost pred streli

Explosion resistance

Odpornost pred eksplozijo

Burglar resistance

Odpornost na viome

Pendulum body impact resistance

Odpornost na preiskus z nihalom

Resistance against sudden temperature changes and temperature differentials

Odpornost na nenadne temperaturne spremembe in na razlike v temperaturah

Wind, snow, permanent and imposed load resistance

Odpornost na nenadne temperaturne spremembe in na razlike v temperaturah

Direct airborne sound insulation

Direktna zvo&na izolirnost

Thermal properties

Toplotne lastnosti

Emissivity

Sevanje

U-value

U - vrednost

Radiation properties

Sevalno tehniéne lastnosti

Light transmission

Prepustnost svetlobe

Light teflection

Odbojnost svetlobe

Solar energy transmission

Prepustnost energije

Solar energy reflection

odbojnost energije

g-value

g-vrednost

Basic soda lime silicate float glass

Ravno steklo iz natrijsilikatnega stekla

Basic soda lime silicate patterned glass

Vzor€asto steklo iz natrijsilikatnega stekla

Basic soda lime silicate wired patterned glass

Ziéno vzor&asto steklo iz natrijsilikatnega stekla

Coated glass

Steklo z nanosi

Thermally toughened or Heat soaked thermally toughened soda lime silicate safety
glass

Kaljeno steklo iz natrij-kalcij silikatnega stekla

Heat soaked Thermally toughened or Heat soaked thermally toughened soda lime
silicate safety glass

Kaljeno steklo s toplotnim preiskusom iz natrij-kalcij silikatnega stekla

Heat strengthened soda lime silicate glass

Toplotno utrjeno steklo iz natrij-kalcij silikatnega stekla

Insulating glass units

Izolacijski stekleni elementi

Laminated glass and laminated safety glass

Lepljeno in varnostno lepljeno steklo

Fire resistant glass

Ognjeodporno steklo za uporabo v gradbenistvu
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CE Marking

CE-merkinta

Characteristics

Erityistuntomerkit

Resistance to fire

Palon kestava

Reaction to fire

Paloa pidattava

External fire performance

Paloa hidastava

Bullet resistance

Luodinuojaus

Explosion resistance

Rajahdyksensuojaus

Burglar resistance

Murronsuojaus

Pendulum body impact resistance

Suojaus henkilon térmaysta vastaan

Resistance against sudden temperature changes and temperature differentials

Suojaus akillistad lampétilanmuutosta ja ldmpdtilagradientteja vastaan

Wind, snow, permanent and imposed load resistance

Suojaus tuulikuormaa, lumikuormaa, pysyvaa kuormaa jahydtyuormaa vastaan

Direct airborne sound insulation

Suoran ilma&aneen eristys

Thermal properties Lammoneristys
Emissivity Emissiivisyys
U-value U-arvo

Radiation properties

Sateilyn suojaus

Light transmission

\Valonlapaisy

Light reflection

Valonheijastus

Solar energy transmission

Auringon lampdsateilyn kokonaislapaisy

Solar energy reflection

Auringon lampdsateilyn heijastus

Basic soda lime silicate float glass

Natronkalkkisilikaattitasolasi

Basic soda lime silicate patterned glass

Natronkalkkisilikaatti koristelasi

Basic soda lime silicate wired patterned glass

Kuvioitu natronkalkkisilikaattirautalankalasi

Coated glass

Pinnoitelasi

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Lampdokarkaistu natronkalkkisilikaattiturvalasi

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Heat soak testattu karkaistu natronkalkkisilikaattiturvalasi

Heat strengthened soda lime silicate glass

Lampdlujitettu natronkalkkisilikaattiturvalasi

Insulating glass units

Eristyslasiyksikot

Laminated glass and laminated safety glass

Laminoitu lasi ja laminoitu turvalasi

Fire resistant glass

Palonsuojalasi
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CE Marking

CE-mérkning

Characteristics

Karaktaristik

Resistance to fire

Motstand mot brand

Reaction to fire

Reaktion vid brand

External fire performance

Externt brandmotstand

Bullet resistance

Motstand mot projektiler

Explosion resistance

Séakerhet vid explosion

Burglar resistance

Motstand mot inbrott

Pendulum body impact resistance

Pendelprov (personsakerhet)

Resistance against sudden temperature changes and temperature differentials

Motstand mot plotsliga temperatursvangningar och temperaturgradienter

Wind, snow, permanent and imposed load resistance

\ind-, sn6-, permanent/tillfallig belastning.

Direct airborne sound insulation

Ljudisolering

Thermal properties

\Varmeisolering

Emissivity

Emissivitet

U-value

U-varde

Radiation properties

Stralningsegenskaper

Light transmission

Ljustransmission

Light reflection

Ljusreflektion

Solar energy transmission

Solenergi transmission

Solar energy reflection

Solenergi reflektion

Basic soda lime silicate float glass

Kalk-sodasilikatglas,floatglas

Basic soda lime silicate patterned glass

Kalk-sodasilikatglas, ménstrat glas

Basic soda lime silicate wired patterned glass

Kalk-sodasilikatglas, monstrat tradglas

Coated glass

Belagt glas

Thermally toughened or Heat soaked thermally toughened soda lime silicate
safety glass

Termiskt hardat glas

Heat soaked Thermally toughened or Heat soaked thermally toughened soda
lime silicate safety glass

Heat soak testat termiskt hardat kalk-sodasilikatglas

Heat strengthened soda lime silicate glass

VVarmeforstarkt kalk-sodasilikatglas

Insulating glass units Isolerglas
Laminated glass and laminated safety glass Suédois
Fire resistant glass Brandskyddsglas
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